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METHOD AND APPARATUS FOR PARTITIONING 
CODE IN PROGRAM CODE CONVERSION 



The subject invention relates generally to the field 
of computers and" computer software and, more particularly 
to program code conversion methods and apparatus useful' 
for example, in co de translators, emulators and 
accelerators . 
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In both embedded and non-embedded CPU's, one finds 
predominant Instruction Set Architectures (iSAs, for which 
large bodies of software exist that could be "accelerated" 
for performance, or "translated" to a myriad of capable 
Processors that could present better cost/performance 
benefits, provided that they could transparently access 
the relevant software. One also finds dominant "CPU 3 
architectures that are locked in time to their ISA, and 
cannot evolve in performance or market reach, Such 
architectures would benefit from "Synthetic CPU" co- 
architecture. 

Program code conversion methods and apparatus 
facilitate such acceleration, translation and co- 
architecture capabilities and are addressed, for example, 
in wo 99/03168 entitled Program Code Conversion. 

During program code conversion of a subject program 
designed for a sub; ect ' architecture to a target program 
executable by a target architecture, a problem arises LI 
respect to code that is self -modifying. "Self -modifying 
code" refers to a subject program that intentionally 
modifies its own subject code. The re ar« severe! reasons 
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«hy a program might modify its Qwn code _ 
examples of self - mo d ifying coda are iisted in Table 1, 



\ Code 


Code Function r 


Overlays 
Irampolines 


To save address space, a single process can re-use a subject address range to 
hold dxfferent libraries at different times. Such uses may or be 
associated with system calls to mmap() and munmapO 




A 

stack or in the heanl that ™«*o™ n A 

me neap) that contains a call to code elsewhere in the system 


Code Patching 


or breakpoint operations. 


Run-Time Compilers 
I Signal Handler " 


compilers. Such programs potentially wxite many fragments of subject code all 
over the data area. 




caused the exception and continue 



Table l: Examples of Self-Modifying Code 



code to d S maln Pr0bl8mS PreSented ty -"—difying 
code that «»t is .that the snbjec 

his a r: modified may corresp ° nd to ^ ^ 

has already been translated. When such a modification of 
the sublet oode occurs, a il translations of the modified 

huT ct t h ;°r ra r be identified and — 

Thus, the translator must be able to identify all target 
cede . . (ie: translatiMs thac ond 9 to 

particular subject code 

. . J ° de * ess « heing modified. m 

dyna mic translators, finding and deleting the target code 
which, corresponds to a given subject address is difficult 
and sometimes not even possible. In some situac ^ " 
optimizations are applied durina v , 

, ransl . . PP-Lied during translation which yield 

translations that can no longer be exactlv „ n 
the r-™- ■ * exactly correlated to 

tne range of subject addresses t-H af - 

aaresses that the translations 
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represent. In these situations 

According to the present invention 
an apparatus and method as " 
clai ms . Preferred £eatur f ° rth ln the appended 

appa rent from the depend ;; t o ; f ai - a ~- ^ be 

10 which follows. the .description 

The following is a sum . 

advantages realism various aspects and 

y<=fc> realizable accordino t-« 

according to the ■ Vari ° US embodi ^nts 

J-"a co the invention. if H _ - 

5 introduction ■ to assist t-h Provided as an 

assist those skilled in the art i-« 
rapidly assimilate the details h ■ ^ 
ensues and does not and is ^ 

limit the scope of th " in to 

scope of the claims that are ap pende d hereto. 

o f o P :ii:i:;i; n ia i' h the inventors have dev — * — 

optimization techniques directed S h a • . 
code conversion, particular^ US e ful 1 ? Pr ° 9ram » 

™-ti- tranaiator which ^ " a £0 

successive baaic bl oc ks of s b tr """ 1 « M «» ° f 

target code wherein the t lnt ° 

«r.t basic Moo, is " °°* - a 

target code for the »\T ^ '° —"ion of ? 

^ ae ror the next basic block. m 

8 

, r n a preferred process t-y,* .1 13 
Petitioning tecnnij to ^ ' ' 

into regions, referred to hereafter a ^ 
aach partition contains a d Partitions, where 

subject code and r ~ t ° f taSiC bl °<* s of 

and corresponding target code. Partitioning 
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divide, the translator , s representation 

Ui subject memory. m i-h-io ™ 

r in this manner, when the subWt- 

L7 r r; modmes — those par ; b ;: 

in liJT ! Partltl ° n1 ^ t.ch» ique is advantageous 

TJZTTl amount of tar9ec ' code that -t be 

In loth " reSPOnSe t0 «*. operation. 

in another nroceqq *-v,^ . 

— ~ r^rrs. a :r 

presents preferred Til SPe " fi «"°"- illustrate 

follows, -Plantations and are described as 



-Lnvencion find application,- 

^InsllU « «~ 

« 'i—ediale rpreserrr, ^ — - 

representation qeripraheH ^ 
process; generated during the 

Figure 3 is a schematic illustrate ™ 
daf , „. illustrating a basic block 

data structure and cache according to an n 

5 embodiment of t-h. ■ • illustrative 

ienc o3: the invention; 

-sil^Ulers.." 0 " d — " ~ d 



5 i. a flo „ diagram illustrating isoblocking; 
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Figure 7 i s a schema 

scnematic diagram of an 

■up block optimization; 

Figure 8 i< 



illustrating group block optimizationr^" ~ " 
translation, including ' - lu - t » ti »S -n-time 



-s a flow diagram illustratin 
including extended basic hi, v 
-oblocxing, and g r0 up blocking; . blocking, 



Figure 9 i s a schematic d 

15 illustrating partition- example 
"H Partitioning employed bv «. 
the present invention- 7 ^tor of 



Figure io is a schematic diagram of 
illustrating reducible partiti " 
translator of the nr Partltlons employed by the 

or of the present invention; and 

Figure n is a schematic 

illustrating control *i u a9ram of an example 

translator of th e ^ ^"on. by the 

r ° f the Present invention. 

iscussed below is shown in Fiqure l 
illustrates a i-» 9Ure 1 ' Figure 1 

ce^ir,; h 20 mem :r 18 ^ * — - 

storage ls inoluding . ; ^ ™ -orking 

register store 27 and th "* * 9l ° bal 

and the subject code i -7 - 

translated. The software ° be 

software components include an operating 



system 20, the translator code is anrt „ 

The transl aCor code l 9 ma " ' Elated code 21. 

— transl at in9 i9 s i e r::::' :: rexarapie ' 

translated code of a n n „ ' ° nS ISA into 

or another ISA or- 

5 translating subject cod • U acce lerator for 

same ISA. 'elated code, each of the 

The translator 19, ± e 
source code implementing" £ 7^ —ion of the 
10 translated code 21 , V translator, and the 

-ae 1, produced ^ ' ' J he delation of the subject 

cne translator 19 ■ 
««* the operating system 20 such as 7 C °"^"°n 
running on the target processor ' 13" T^' ^ 
microprocessor or other suit**, typically a 

« appreciated that the struct " Wi " be 

exempiary only and that f ^ "*» 1 is 

- processes according To T' ' 

implemented in cod , . invention may be 

code resxdinc? W if hl ' n 
operating system 9 Wlthln or beneath an 

> operating system ' -.^ C ° de < translator code, 

w ide variety y o ; m ' t ;: d s st ; r 7 — - y beany of . 

yPSS ' ^ k — to- those skilled in the 

In apparatus, according to Figure ± 
conversion is prefer-**! Program code 

while the r Zs y t P r " st run- 

ie translated cod? ?i 
translator 19 runs , , . 1 18 ru nning. The 

- -ecution patT ^ ^ ™ «• 

loop comprising the steps of latl °" Pr ° CeSS « a control 

19- which translates a block of "T^ 1 " 9 ^"siator code 

translated code 21 and tH ° 0d " " ^ 

translated code; the' end , eXeCU " n9 «™ block of 

' cne en d of each block r»f #- , 
contains instructions to return '"nslated code 

return control back to the 



translator code 19 T m 

transit- ^ W ° rdS ' the ste P* of 

translate and then executing ^ P 

interlaced, such that only portions of th ' k ■ 
17 are tr.nci - ■ S ° f the su ^ect program 

— translated at a ti me and the translated code of a 
5 first basic block is executed prior to th. e of a 

^ , pilor Co the translation of 

subsequent basic blocks Th» - , 

unit of tran.! - • transistor's fundamental 

rt of translation rs the basic block, waning that the 

: 9 transiates the ^ — » « - 

0 section f T A baSiC MOCk 13 £0rma11 ^ d * fi - d - - 
' one " t po C ° f ": th eXa " ly °°" — - exactl, 

control ' p r ; rthr" 3 bl0=k ~ * * — 

S reason ' ^sic blocks are the 
fundamental unit of control flow. 

5 int In T Pr ° CeSS ^ gSnerati ^ ^ translated code 21 
intermediate representation («IR«) tree „ 

based on ^ v . reeS are generated 

abstract ' ^ruction sequence. IR trees are 

abstract representations of the -expressions calculated and 
operations performed by the BuM . lcul ^ed and 

tr;)nel , , Y the sub 3ect program. Later 

translated code 21 i s oener^^ k ' 

generated based on the IR trees. 

The collections of tr «^ 

nodes described herein *v-« 
colloquially referred 1-0 nerean are 

■* 1 1 6u to as "trppc" ft 

ror mal l y , such atructures ;; eeS ^ W * "Ota that, 

graphs (DAGS) , not trees J/ " f SCt -CY«Iio 

requires th»t , ^ definiti °n of a tree 

j-^mres tnat each nodp v.^™ 

the Mh( ,. m ° St ° ne P arent - Because 

tne embodiments described ,,o« 

elimination H • COmm0n Subex P^ssicn 

atl ° n dUrin 9 IR generation, nodes will often h 
multiple parents For- « , haVe 
P rents. For example, the IR Q f a flaa a ff B ^. 

.i...r;j K r ,r~;,r..:::. — — — 



For ple , the sub . ect instruction 

•« performs the addition of tk ' 
re 9 isters %r2 and %r3 ' °' C ° ntMts «* «*J.et 

^ster %rl . Thus "..If ° reS " SUlt ^ SUb ^« 

s ahstract egression <° 

; - — «... ...-nrjtr;;':;: — 

subject program 17 , h he conte *t of a 

; details of the curren , . thSy may "present 

) current instruction 

) constant values 33 imm ediate 
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-ores references to other X 7 T ^ " + " IR "* 
operands Represented in the IR T 

«*- -id in subject register ™ a ; h ;t: p r ion trees - 

1 referenced by the «,„kh „ 6 18 itself 

- Strait r^r^ » 

destination register) » instruction's 

portion of Pigure 20 3^1^;^ 

^ xss instruction .add % ec x , % e<L» * 

As those skilled in the ar-t- 

embodiment the tr.n.i - " ^ appreciate - in one 

translator 19 

object-oriented proQrammi , implemented using an 

programming languaqe suoh =c ^ 
example, an IR node , „ . , 9 SUCh as C++ - For 

k node is implemented as a r+u. u- 
references to other . ^ object, and 

<->cner nodes arp ,■ 
references to the c*. K' elemented as c ++ 

nodes. ta R tr l 0b3eCtS C ~"™n g to those other 

tree as therefore implemented as a 
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collection of ir node objects . 

references to each other. contaxn.ng various 

Further, i n the embodiment under discussion IR 

' : b e :: rat :° n uses a set ° f abst — — — - * 

abstract registers correspQnd ^ ^^^^ 

subject architecture. For example , there ±- ^ 
attract register f or each phys±cal , ^ 

subject architecture fsuhW* 

^ subject register") Cl - , 

thprp -; _ ^ x ; - Similarly, 

coT f ;; g ; r :;;r 0 r;r act re9ister for -* 

g present on the subject architecture. Abstract 

renters serve as piacehoiders ( or IR trees durTng 
e e ^ ^ ^ ^ 

Particular IR expression tree, which 
is associated w-it-h t-v,« i. mcn 

register *r 2 " " 9iSter *« «*J~t 

iJielnteTas a C T ' " iS 

Particuiar XH tree v ia aT' * 

oh^ect or that Zl rSferenCe ^ ^ ~* | 

H 



the t r 3 ^ 1 ' inStrUCti ° n described above 5S 

the transistor has already generated » trees £ 

-responding to the vaines o f %r2 and %r3 while J^Z £ 

the sublet instructions that precede the .J? ™ 

=%. 0 r- - - § 

represented as » trees when *™ 
the "add * rl %r2 %r3 „ 9ene "«^ the » tree for 

con,- • instruction, the new » + » node 

contains references to the » subtrees f or tr2 and % „ 

The implementation of - 
™ between counts ^^Z^Z, H 
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and the translated code ?i m-^u- 

"abstract « 9ister . is V ^ C «-l«o r 1S , an 

egister is a placeholder used ir, 
» generation, such that the k C ° UrSe ° f 

associated with the X R tre that TT ^ 
-s subject register Jl^Z^ ^ ^ °* 
register corresponds a Particular abstract 

translator may b e ^ «*«=«- ^ the 

may be implemented as a c** „k • 
00 contains a referent - object which 

"> , , reference to an ir node object .. 

CO tree). The aggregate of all IR tT - ' " 1R 

> 10 — ct re 9ist er set is referred t^ " * ^ 

§ ^rest ( . fOKMt . because i;; t v n ; a \ the » 

£ re 3 ister roots, each of which X s t ^ 

O working IR forest represents h t0 « » tree, . The 

"I operations of the . K PSh0t ° f Che abst ract 

8 » the subject cod. " "= * Point in 



O the subject code 

"D 
-< 
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to anaL;;;;;; ;™ ;r r al re9ister — 

-h the actual target re^ s 7^" 
value has been „ , Alternatively, whe n a 

abstract r ^ an 

understood to be a Tar o^ " * 

bolds a subject temporarily 

translated code 2 ^ I ^ ^ °* ^ 

register store. ^ " V " d baCk 'o the 

- "a^r/^r-rr^T as d ™ — 

transaation of two basic blocks of ^ 
the corresponding IR trees ^ ™ "^ructions, and 

process of translation. The l eft " ^""^ " "» 
"-a execution p ath of "* £ '\ »' — » shows 

the translator i 9 during 
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translation. i n stpn i si i. u ' 

first b» • k/ translator 19 translates a 

first basic block 153 of subject code in^ - 

-u . J cocle lnto target code 21 

s 0 che : 21 finishes execution - c ° ntro1 ie 

L s T at l s ra ;: lator 19, step 157 ' wherein the 

translates the next basic blork- i *a 

• Diock 159 of subject code 17 

into target code 21 and t-v^ 

step i 61 „ executes that target code 21, 

step 161, and so on. 

■0 In the course of translating the tirs t basic bloc* 15 3 

of subject code into target code, the trmslator " 
generates an IR trss iei k , iacor is 

" baSed on thac basic block 153 
in this case, the X R tree 163 is g e nerat e d from the SQUrce 

. lnStrUC "°" ■«« *~*. ^d... which is a flag-affecting 
>. -stmction. ln the course of derating the IR tree 3 
our abstract re 9 isters are defined b y this instruct! ! 

ia S z::: tim abstract resister *~ ^ 

flag -arfectrng instruction parameter tM . the second f lag - 
affectmg instruction parameter 171, and the 
affecting instruction result l73 . The IR ^ 

corresponding to the "add" instruct <™ • 

175 M . . ,. instruction is a »+- operator 

5 (x.e., ar lt h m etic addition), „ hose operands are the 
sublet registers %ecx 177 and %edx 179. 

flags" in ^T'"' ^ ™' 

nags in a pending state by storino f h= 

result of the flao aff , parameters and 

affect ■ • fla 9- a «*«ing instruction. The flag . 

affecting instruction is -add *ecx, % edx.» The parameters 

sub/ect lnStrUCCl0n ~ current values of emulated 

subject registers %ecx 1,7 and *edx 179 . The ^ symbol ■ 

-ceding the sublet register uses 177, 179 indicate tt 
the values of the subject registers are retrieved from the 
global register store, from the iocations corresponding to 
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%ecx and %edx, respectively as t h M 

registers were not Dr • ' Particular subject 

ie not Previously load^H k„ 

block. These oar-, , Y * CUrrent basic 

nese Parameter values ar-o 

first and second fH 611 St ° red in the 

second flag parameter abstr-^ 
"1. .The result of the additi registers . 169 , 

in the flag result ab ^" tloa 175 - stored 

9 result abstract register 173. 

~* After the ir : t re P i «, 

£ target code 21 is , genera ;; d 9ene ; ated - the — sponding 

> in £ generated based on the IP th- 

* ■ " of generating target code ^ ^ The process 

understood in the aw- generic ir 1s well 

of the translated b ' k ^ "* « the «* 

ransiated, .block to save the ab , f „„ 

including those for the flea abst « ct registers. 

Parameters ls9 171 to """" 173 the £la g 

After the target cod 9l ° bSl St °" 

step 155 9 13 9en ««ed, " is then executed, ■ 
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Figure 2 shows an example of translate 
interlaced. The translator „ f ^f^ 10 " *** 
-de 21 based Qn the subiect . ^ 

basic block 153 ' -^ructions 17 of a f irst 

«3 is e X ec U te d ^ ^ 

executed. At the end of the f{«h u • 

the translated code 21 return.! ^ 153 ' 

19. which then transl t """^ ^ ^ transistor 

translated code T ^ ^ ^ »«* »- 
executed At the e d , baSi ° 161 is 'hen 

block lS9 . h r t ;: d 3 ° f ™^ «* the second hasic 

translator l 9 wh o ;t ated ^ ™ tU ™ ^ 1 - the 
and so forth ' tra " SlateS the »« ^ block, 



interleaved J^ J tT t ^ ^ ™* *» « 

thS translator code 19 and the 
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translated code 21. The t~r* na i 

bv „ "The translator code 19 is generated 

t>y a Compiler nrinr f- _ 3 iai.s;u 

P er, prxor to run-time, based on the high-level 

source code implementation of the transit 

WJ - Lne translator 19. The 

translated code 21 is generated hv *->, 

5 «- hTV , . generated by the translator code 19 

5 throughout run -time h aofl ^ ' 

SSd ° n the subject code 17 of the 
program being translated. 

The representation of the s „Hp^ 
n., . J . cne subject processor state is 

d k — bet „ een the translator „ and transiate 

21 components. The translator „ 
processor state in a variety of explioit 
language devices such as varLles ^ T ZZTlZ 

::z zr d to compiie the tr — -„ 
3 t :::: 1 r a op ::r oi ; are b r i ~ • - 

Pressor state JZ^^^ 
lop.Hnn. i , _ 3 agisters and memory 

° S ' " hlCh " e -^P"late d directly b y the targ J 
instructions of the translated code 21. 

> For example, the low-level representation of the 

9 lobal register store 27 is simplv a region of allocated 
-morv. Thls is ho „ the transiat£d J-ated 

interacts with the ahstract registers, by ^ ^ 
resto between the defined , and 

». however, the glohal register store 27 is a data array 
or an o b3 ect which can he accessed and manipulated at a 
hrgher level. with respect Co ^ " ^ • 

there s.mply is no high-level representation. 

or statlcaTrr' Pr ° CeSS ° r ^ ^ -atic 

dL tt " I — lator 19 is encoded 

rectly lnto the translated code 21 rather than being 
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calculated dynamicaliy. Por examp 

may generate translated code 21 tw • '"viator 19 

instruction type of th " SpeCiali -° on the 

— i-g that the c , "^"eating instruction. 

» target code for th tranSl "° r "°" ld »~»t. different 
a c code for the same basic block if ^ ■ 
type of the l ast f 2 f . <** lf the instruction 

ag attectxng instruction changed. 

Th e translator 19 . 
corresponding to each H . d " a structures 

10 particularly facilifat M °* —^ibn. which 

group block and h eXtSnded baSi ° blOCk ' 

P oxocjc, and cached translation S f a f 0 «. ■ . 

hereafter described, Pigure 3 ™ « 
block data structure 30 „h h * ^ 

31. a target col address 
carget code pointer 33 H e ^h D - 

5 the translated code) tr , ^ addrSSS ° f 

code; , translation hints 34 

conditions 35, a profi lino m ^ ic Md «** 

— must-: - rrir wh F r 3 

u V ' ' ' lndexed b y subject address t„ 

anient, the data corresponding to ' t ^ 

translated basic block may be stored L a C++ ob 
translator C r e ^ e =' object.. The 

»«* i- transTated. 3 ^ ^ " «» 

The subject address 31 of r-h~ k • 
starting address of that basi block 

°t the subject program l7 , meani * " """^ Spa ~ 

where the basic hi „ the memory location 

Basic block would be locate,! (f ^ 
Program 1 7 were running on the subject ^ arch te t 
is also referred to as the subject "ta t "' 
While each b.«in h, , s "h D ect starting address. 

bas.c block corresponds to a range of subject 



15 



10 



15 



20 



25 



SS 18 the subject address of the first 
instruction in the basic block. 

The target address 33 of the basic block is t-h. 
ir^ = *-,- , ls the memory 

location (starting address) of hh« - 

S) of the translated code 21 in 
the target program. The target address 33 

referred to as the target code pointer or the t 

starting address. To execute =, - /' 

XSCUte a translated block, the 

traMlat0r 19 t^t address as a function 

^ is — - tonsfer contro ° 

co; the translated code. 

The basic Mock data structures 30, 41, 42, 43 

repository o £ basic block objects or 3 ani Z ed by subject 
address. when the tranelaCed ^ ^ ^ J 

rrr e r oucin9 ' is retucns - «- t ran31ator 

" and also returns the vaiue of the basic blocks 

destination (successor, subject address 3! to the 
transit To determine ^ ^ ^ 

a re ady b een translated, the translator X, compares the 
des tlnatlon subject ^ 

(-e those that have already been translated,. Basic 
:t" hlCh bSen ^ - — lat d 

trl s T ace rr u d ted h . Basio blocks which have >~» 

translated (and „„ lc „ have compatible entry conditions as 
drscussed below, are simply executed. Over time, many of 
the basic blocs encountered will already have ^ 
translated, which- causes the incremental translation cost 
to decrease. As - such, the translator „ gets faster over 
trme, as fewer and fewer blocks require translation. 
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Extended Basic Blocks 



cases where . basio Wook ; Xtended >"« in 
<e.S., basic block B) th A 1,33 ° nly ° ne ^cesser block 

coined into a single block (AM „■ u 

an extended basic block. Pu Lf """^ '° " 

^sic bloc. m echanism can be ^ 
lumps whose destination i 3 " , t0 unc onditional 

is conditional or '/ ' ' dete ™ inabl - " » 
statically detained, then a . d " tl ««« cannot be 
^rmed. ta extended h 3 SSpar " e oasic block must be 

-ic block, ::::::: z° ::rL7 stm ^ - * 

B is removed, the code o f b k ^ <"» * * 

<* -ntrol, and therefore no ^ 3 "°" 

at the AB boundary. — hroni.ation is necessary 

for - Particular execution ■ ^ A int0 B 

^ecution xn whi nh n 

successor and B's addr. • 13 the actua ± 

address ls statically determinable. 

Statically determinable 
-anslator can determin "* ^ "» 

30 —ruction of a block's » . °urin g . 

constructed f or the destination sub Zl t \Z " ^ 
associated with the destine- address, which is 

" the value of destinati T * — 

^estrnatron address » tree is statically 
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determinable (i . e ., doeg not depMd on ^ ^ 

sublet register values), then the successor block is 
statically determinable. For example, in the case of an 
unconditional jump instruction, the destination address 
U.e the subject starting address of the successor 
block) rs implicit in the jump instruction itself,, the 
subject address of the jump instruction plus the offset 
encoded in the jump instruction e g uals the destination 
address. Likewise, the optimizations of constant folding 
e.g., X ♦ (2 ♦ 3) -> x ♦ 5) and expression folding (e.g 

_> x 50) may cause an otherwise "dynamic- 
destination address to become statically determinable. 
The calculation of the destination address thus consists 

is al 8XtraCtin9 ' VI- ^om the destination 

15 address IR. 

When extended basic block A' ia 

A is created, the 
translator subsequently treats it- *-u 

. ^ y creat s xt the same as any other 

basic block when performing IR generation • • 

20 j generation, optimizations, 

and co d e generation. Because che CQde generatiQn 

algorithms are operating on a larger scope (i.e., the code 
of bas.c blocks A and B combined,, the translator l9 
generates more optimal code. 

As one of ordinary skill in the art w apprecia 
decodrng ls the process of extracting individual subject 
xnstructions from the subject code. Th e subject code is 
stored as an unformatted byte stream (i.e., a collection 
of bytes „ memory, . In the case of architectures 
^variable-length instructions .e.g.. „«, . 

archit ! °"" ° f fixed - ls ngth instruction 

architectures, identifying instruction boundaries is 
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aPPlied to He b ™ s rr ct instruction f ° rmat «« 

fc con stitute a qiven 1n .f 
^ extract the instruction ^ -struct^n 

type, operand register- „ k instruction 

register numbers, immediate f ielH 
and any other information encoded in X ' 
The process of decoding v, instruction). 

decoding machine i nS h rnr , H 
architecture from an * instructions of a known 

trom an unformatted byte st r Mm 
architecture., instruction format ls , " ^ 

the art. format as well understood i n 
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-^.•to jlt r:r;r; b basic biocks -** - 

statical determinable 51 7 = * ' SUC — <B» is 

. starting address of B rf B . deCOdln 9 process at the 

' to be statically determinable TT T 

Proceeds to the starting address of ^7 Pr ~« 
-arse, if . ^ °' ™ d "° Of 

r ™. thea _ tranelatlon and 

- carreat ^..^ ^ ^ e^ » ° f 

sab^eot address; the translator has ' a" ded deS " nati °" 
register for the destiny- dedicated abstract 

destination address) . t„ .. h= 
extended basic block t-„ the case of an 

intervening jumps ^ I^TT' 

constitaent basic bloc. " eUminatSd ' " «* "e„ 

assimilated by the decoding 



19 



process, the IR tree for the calculation of that block's 
subject address is pruned 54 (Figure 4, . m other words 
when the translator 19 statically oalculates B-. address 
and decoding resumes at B-s starting address, the IR tree 
5 corresponding to the dynamic calculation of B-s subject 
address 31 (which was constructed in the course of 
decoding A, is pruned; when decoding proceeds to the 
starting address of c, the IR tree corresponding to C's 
subject address is pruned 59; and so forth. » Pruning ., an 
IR tree means to remove any IR nodes which are depended on 
by. the destination address abstract register and by no 
other abstract registers. Put differently, pruning breaks 
the l ln k between the IR tree and the destination abstract 
register; any other links to the same IR tree remain 
unaffected. I„ some cases, a pruned IR tree may also be 
depended on by another abstract register, in which case 

the IR tree remains to Dresprvp w • 

preserve the subject program's 

execution semantics. 
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To prevent code explosion (traditionally, the 
mitigating factor against such code specialization 
techn lq ues, , the translator limits extended basic blocks 
to some maximum number of subject instructions. m one 
embodiment extended basic blocks are limited to a maximum 
of 200 subject instructions. 



Isoblocks 
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Another optimization implemented in the illustrated 
embodrment is so-called -isoblocking. » According to this 
technrgue, translations of basic blocks are parameterized, 
or specialized, on a compatibility list, which is a set of 
variable conditions that describe the subject processor 
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state and the translator state Th« 

different f or u compatibility list is 

erent for each subject architecture, to tak. ■ - 
account different- = ' C ° take lnt ° 

values of the arCh " eCtUral ^"ures. The aotual 

5 exit L CMPaliMlity «nd lti ons at the entry an d 

~t of a particular basic block translation are referred 
- as entry conditions and exit conditions. respeotiteTy 

b een If t ™;;; ;rr r c biock -** - 
» —ns -«er i; vriL tran ; iation ' s entry 

'i-- the exit conditions of the 3 C °^°™ 

on the current working eon,™ ZZ a 2\TZ 
same subject code hasic block is 

« target code transition . ~ J" 1 

translations of e different 

°ns of the same basic block are referred „ 
isoblocks. rererrea to as 

To support isoblocks, the dat» '• 
0 basic block tr,„„ associated with each 

translation includes one set of 
conditions 35 and one set „ f > e " try 
3) T eX1C conditions -36 (Fioure 

3> • m one embodiment, the basic block cache 3 
organized first by subject address 3! anri 

conditions 35, 36 <Fi gU re 3, T ^ ""^ 

the translator gueril the b ™ment, when 

s^ect address 33 th ^ 23 <~ * 

twisted besic bloc. ;LU:;; ) . may ~ ^"^ 

code 21 calcul a f PO ^ execution, the translated 

calculates and returns the subject add™ 
next block (i e th* ^Ject address of the 

' e '' zne successor) 71 <-, . 
returned to the trancl ► Control is then 

L - Iie translator 19 -, 0 

19, as demarcated by dashed 
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line 73. m the translator 19, the basic block cache 23 
is queried using the returned subject address 31, step 75 
The basic block cache may return zero, one, or more than 
one basic block data structures with the same subject 
address 31. if the basic block cache 23 returns zero data 
structures (meaning that this basic block has not yet been 
translated) , then the basic block must be translated, step 
77, by the translator 19. Each data structure returned by 
the basic block cache 23 corresponds to a different 
translation (isoblock) of the same basic block of subject 
code. as illustrated at decision diamond 79, if the 
current exit conditions (of the first translated block) do 
not match the entry conditions of any of the data 
structures returned by the basic block cache 23, then the 
basic block must be translated again, step 81, this time 
parameterized on those exit conditions. If the current 
exxt conditions match the entry conditions of one of the 
data structures returned by the basic block cache 23, then 
that translation is compatible and can be executed without 
re-translation, step 83. m the illustrative embodiment 
the translator 19 executes the compatible translated block 
by dereferencing the target address as a function pointer. 

As noted above, basic block translations are 
25 preferably parameterized on a compatibility list 
Exemplary compatibility lists will now be described for 
both the X86 and PowerPC architectures. 

An illustrative compatibility list for the X86 
30 architecture includes representations of: (1) lazy 

Propagation of subject registers; (2) overlapping abstract 
registers; ( 3 ) type of pending condition code flag- 
affecting instruction; (4) lazy propagation of condition 
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code flag-affecting instruction parameters; (5, direction 
of string copy operations; (6 , floating point unit (FPU) 
mode of the subject processor; and (7) modifications of 
the segment registers. 

The compatibility list for th* va<- 

i ror the X86 architecture 

includes representations of aw 

or an y laz y propagation of 

subject registers by the tranQlahnv- 

y L.ne translator, also referred to as 

register aliasing. Regis ter aliasing ocours ^ ^ 
translator knows that two subject registers contain the 
same value at a basic block boundary. As long as the 
subject register values remain the same, only one of the 

corresponding abstract registers is synchronized, by 
saving it to the global ^ ^ ^ ^ 

subject register is overwritten, references to the non- 
saved register simply use or copy (via a move instruction, 
the saved register. This avoids two memory accesses (save 
+ restore) in the translated code. 

The compatibility list for the X86 architecture 

includes representations of which of i-h« 

wnicn of the overlapping 

abstract registers are currency defined. In some cases, 
the subject architecture contains muitiple overlapping 
subset registers which the translator represents using 
multiple overlapping abstract registers. For example, 

variable-width subject registers =™ 

J registers are represented using 

multiple overlapping abstract registers, one for each 
access size. For example, the X86 »EAX« register can be 
accessed using any of the following subject registers, 
-eh of which has a corresponding abstract register: EAX 
bl s 31 ...0,, AX (bits 15 ._0>, AH (bits 15 _a,, and AL (bits 
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subject addresses of the respective predecessor blocks (of 
the function block's prior and current executions). As 
such, in embodiments that support link value propagation, 
the data associated with each basic block translation 
includes a reference to the predecessor block translation 
(or some other representation of the predecessor block's 
subject address) . 

The compatibility list for the PowerPC architecture 
xncludes representations of, for each integer and floating 
point condition code flag, whether the flag value is 
normalized or pending, and if pending the type of the 
pending flag-affecting instruction. 

The compatibility list for the PowerPC architecture 
includes representations of register aliasing for flag- 
affecting instruction parameters (if flag-affecting 
instruction parameter values happen to be live in a 
subject register, or if the value of the second parameter 
is the same as the first) . The compatibility list also 
includes representations of whether the second parameter 
is a small constant (i.e., an immediate instruction 
candidate), and if so its value. 

The compatibility list for the PowerPC architecture 
includes representations of register aliasing for the 
PowerPC condition code flag values. The PowerPC 

architecture includes instructions for explicitly loading 
the entire set of PowerPC flags into a general purpose 
(subject) register. This explicit representation of the 
subject flag values in subject registers interferes with 
the translator's condition code flag emulation 
optimizations. The compatibility list contains a 
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target register contains the target address corresponding 
to that subject base address (i.e., subject base address + 
target offset) . with register mangling, memory accesses 
can be translated more efficiently by applying the subject 
code offsets directly to the target base address, stored 
xn the mangled register. By comparison, without the 
mangled register mechanism this scenario would require 
additional manipulation of the target code for each memory 
access, at the cost of both space and execution time. The 
compatibility list indicates which abstract registers if 
any are mangled. 



The compatibility list for the PowerPC architecture 
includes a representation of link value propagation. For 
15 leaf functions (i.e., functions that call no other 
functions) , the function body may be extended (as with the 
extended basic block mechanism discussed above) into the 
call/return site. Hence, the function body and the code 
that follows the function's return are translated 
together. This ls also referred to as function return 
specralization, because such a translation includes code 
from, and is therefore specialized on, the function's 
return site. whether a particular block translation used 
link value propagation is reflected in the exit 
2= conditions. fls such, when the translator encounters a 
block whose translation used link value propagation, it 
must evaluate whether the current return site will be the 
same as the previous return site. Functions return to the 
same location from which they are called, so the call site 
and return site are effectively the same (offset by one or 
two instructions, . The translator can therefore determine 
whether the return sites are the same by comparing the 
respective call sites,- this is equivalent to comparing the 
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segment), DS (data segment), SS (stack segment), ES (extra 
data segment), FS (general purpose' segment), and GS 
(general purpose segment) . Under normal circumstances an 
application will not modify the segment registers. As 
5 such, code generation is by default specialized on the 
assumption that the segment register values remain 
constant. it is possible, however, for a program to 
modify its segment registers, in which case the 
corresponding segment register compatibility bit will be 
10 set, causing the translator to generate code for 
generalized memory accesses using the appropriate segment 
register's dynamic value. 
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An illustrative embodiment of a compatibility list for 
the PowerPC architecture includes representations of: (l) 
mangled registers; (2) link value propagation; (3) type of 
pending condition code flag-affecting instruction,- (4) 
lazy propagation of condition code flag-affecting 
instruction parameters; (5) condition code flag value 
aliasing; and (6) summary overflow flag synchronization 
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The compatibility list for the PowerPC architecture 
includes a representation of mangled registers. m cases 
where the subject code contains multiple consecutive 
memory accesses using a subject register for the base 
address, the translator may translate those memory 
accesses using a mangled target register. In cases where 
subject program data is not located at the same address in 
target memory as it would have been in subject memory, the 
translator must include a target offset in every memory 
address calculated by the subject code. while the subject 
register contains the subject base address, a mangled 
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The compatibility list for the X86 architecture 
includes representations of, for each integer and floating 
point condition code flag, whether the flag value is 
normalized or pending, and if pending the type of the 
pending flag-affecting instruction. 

The compatibility list for the X86 architecture 
includes representations of register aliasing for 
condition code flag-affecting instruction parameters (if 
some subject register still holds the value of a flag- 
affecting instruction parameter, or if the value of the 
second parameter is the same as the first) . The 
compatibility list also includes representations of 
whether the second parameter is a small constant (i.e., an 
immediate instruction candidate), and if so its value. 
The compatibility list for the X86 architecture includes a 
representation of the current direction of string copy 
operations in the subject program. This condition field 
indicates whether string copy operations move upward or 
downward in memory. This supports code specialization of 
"strcpyO" function calls, by parameterizing translations 
on the function's direction argument. 

The compatibility list for the X86 architecture 
includes a representation of the FPU mode of the subject 
processor. The FPU mode indicates whether subject 

floating-point instructions are operating in 32- or 64 -bit 
mode . 

The compatibility list for the X86 architecture 
includes a representation of modifications of the segment 
registers. All X86 instruction memory references are 
based on one of six memory segment registers: CS (code 
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representation of whether the flag values are live in a 
subject register, and if so which register. During IR 
generation, references to such a subject register while it 
holds the flag values are translated into references to 
5 the corresponding abstract registers . This mechanism 
eliminates the need to explicitly calculate and store the 
subject flag values in a target register, which in turn 
allows the translator to apply the standard condition code 
flag optimizations. 

The compatibility list for the PowerPC architecture 
includes a representation of summary overflow 
synchronization. This field indicates which of the eight 
summary overflow condition bits are current with the 
global summary overflow bit. when one of the PowerPC's 
eight condition fields is updated, if the global summary 
overflow is set, it -is copied to the corresponding summary 
overflow bit in the particular condition code field. 

Translation Hints 

Another optimization implemented in the illustrative 
embodiment employs the translation hints 34 of the basic 
block data structure of Fi g Ure 3. This optimization 
proceeds f rom a recognition that there is static basic 
block data which is specific to a particular basic block 
but which is the same for every translation of that block 
For some types of static data which are expensive to 
calculate, it is more efficient for the translator to 
calculate the data once, during the first translation of 
the corresponding block, and then store the result for 
future translations of the same block. Because this data 
xs the same for every translation of the same block, it 
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does not parameterize translation and therefore it is not 
formally part of the block's compatibility list (discussed 
above, . Expensive static data is still stored in the data 
associated with each basic block translation, however, as 
5 it is cheaper to save the data than it is to recalculate 
In later translations of the same block, even if the 
translator 19 cannot reuse a prior translation. the 
translator l 9 can take advantage of these "translation 
hints- (i.e., the cached static data, to reduce the 
• translation cost of the second and later translations. 

in one embodiment, the data associated with each basic 
block translation includes translation hints, which are 

calculated once durina th<=> fir-et- n ^ ■ 

urmg tne first translation of that block 

and then copied (or referred 

rererred to) on each subsequent 

translation. 

For example, in a translator 19 implemented in c ++ 
translation hints may be implemented as a c ++ object in 
which case the basic block objects which correspond to 
different translations of the same block would each store 
a reference to the same translation hints object 
Alternatively, in a translator implemented in c ++ the 
basic block cache 23 may contain one basic block object 
Per subject basic block (rather than per translation,, 
with each such object containing or holding a reference to " 
the corresponding translation hints; such basic block 
objects also contain multiple references to translation 
object, that correspond to different translations of that 
block, organized by entry conditions. 

Exemplary translation hints for the X8S architecture 
mclude representations of: (1) lnitial instruction 
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prefixes; and (2) initial repeat prefixes. Such 
translation hints for the X86 architecture particularly 
xnclude a representation of how many prefixes the first 
instruction in the block has. Some X86 instructions have 
prefxxes which modify the operation of the instruction 
This architectural feature makes it difficult (i e 
expensive) to decode an X86 instruction stream. Once the 
number of initial prefixes is determined during the first 
decoding of the block, that value is then stored by the 
translator 19 as a translation hint, so that subsequent 
translations of the same bock do not need to determine it 
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The translation hints for the X86 architecture further 
include a representation of whether the first instruction 
xn the block has a repeat prefix. Some X86 instructions 
such as string operations have a repeat prefix which tells 
the processor to execute that instruction multiple times 
The translation hints indicate whether such a prefix is 
present, and if so its value. 

in one embodiment, the translation hints associated 
wxth each basic block additionally include the entire IR 
forest corresponding to that basic block. This 
effectively caches all of the decoding and IR generation 
performed by the front end. m another embodiment, the 
translation hints include the IR forest as it exists prior 
to being optimized. m another embodiment, the IR forest 
ia not cached as a translation hint, in order to conserve 
the memory resources of the translated program. 
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Another optimization implemented in the illustrative 
translator embodiment is directed to eli m inatin 9 program 
overhead resulting from the necessity to synchronize all 
abstract registers at the end of execution of each 

translated basic bloc-lc tv,-;^ • . 

mock - Th is optimization is referred to 
as group block optimization. 

As discussed above, in basic block mode (e.g., Figure 
2), state is passed from one basic block to the next using 
a .emory region which is accessible to all translated code 
sequences, namely, a global register store 27. The global 
regx.fr store 27 is a repository for abstract ^ 
each of which corresponds to and emulates the value of a 
particular subject register or other subject architectural 
feature. During the execution q£ translated ■ 

abstract registers are held in target registers so that 
20 7 P - tici P^e in instructions. During the 

20 execution of translator code 21 *h e t- , 

m o.™. - • 21 ' abStract register values 

the global register store 27 or target 
registers 15. 9ec 



are stored in 
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Thus; in basic block mode such as illustrated in 

a " abStrSCt re9iSterS — ba ^chronized at 
the end of each basic bloc, for two. reasons: (1J control 

returns to the hr^ai.f- 

<- Xit = translator codp iq m l • ^ 

e 19 ' which potentially 
overwrites all target registers, and W beca use code 
9enerat.cn only sees one basic block at a time, the 
-ansiator 1, must assume that all abstract 
values are live ,i.e.. will be used in 

blOCkS> ^ th " efOTe —t be saved. Th e goal of the 
3 roup block optimization mechanism i s to reduce 
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synchronization across basic block boundaries that are 
crossed frequently, by translating multiple basic blocks 
as a contiguous whole. By translating multiple basic 
blocks together, the synchronization at block boundaries 
can be minimized if not eliminated. 

Group block construction is triggered when the current 
block's profiling metric reaches a trigger threshold. 
This block is referred to as the trigger block. 
Construction can be separated into the following steps 
(Figure 6): (1) selecting member blocks 71; (2) ordering 
member blocks 73; (3) global dead code elimination 75; (4) 
global register allocation 77; and (5) code generation 79. 
The first step 71 identifies the set of blocks that are to 
be included in the group block by performing a depth-first 
search (DPS) traversal of the program's control flow 
graph, beginning with the trigger block and tempered by an 
inclusion threshold and a maximum member limit. The 
second step 73 orders the set of blocks and identifies the 
critical path through the group block, to enable efficient 
code layout that minimizes synchronization code and 
reduces branches. The third and fourth steps 75, 77 
perform optimizations. The final step 79 generates target 
code for all member blocks in turn, producing efficient 
25 code layout with efficient register allocation. 

In construction of a group block and generation of 
target code therefrom, the translator code 19 implements 
the steps illustrated in Figure 6. When the translator 19 
encounters a basic block that was previously translated, 
prior to executing that block, the translator 19 checks 
the block's profiling metric 37 (Figure 3) against the 
trigger threshold. The translator 19 begins group block 
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craat.cn when a basic Mode. profiling metric 37 exceeds 
the trigger threshold. The translator „ identifies 

° f 9r ° UP WOCk by a traversal o f the centre! 

flow graph, starting „ ith the trigger bio ^ t ^ 

■oy the inclusion threshol H 

esn ° ld and maximum member limit 
Next, the translator 19 rr „ fa . 

hl ,, 9 creates an ordering of the member 

blocks „hich identifies the critical path through the 
group b 0 ck. The translator ig then ^^^^ 

code eirmrnation,. the translator 19 gath ers register 
Uveness information for each member bloc,, using the 1 R 
corresponding to esch block. Ne xt, the translator l9 
Performs global register allocation according to an 
architecture-specific policy, which defines . p artia l set 

fLiT: resister mappin9s *» •» 

Finally, the translator „ generates target code 

member bloc, in order, consistent with the global register 

allocation constraints and usino n,. 

analyses. 9 agister liveness 

- As noted above, the data associated with each basic 
block includes a profiling metric 37 m o 
the profiling metric 37 f = In ° ne embodiment, 

the tran , , execution count, meaning that 

lie Tie ; : 19 counts the number ° f times * 

profil" t SXeCUted; ^ thiS ' «» 

prorixing metric: 17 -; ^ 

field (counter " *° « count 

metric 37 ^ <*• profiling 

1 9 .I ps a " eXSCUti ° n m — «» translator 

" keeps a running ag9regate of ^ 

executions of . partlcular basic bIock> J 

r: ; ode in the beginni - - - °< . — = bice, to 

mer. Tth "^"^ " —re or software 

' " thlS e "*° d -ent, the profiling metric 37 uses 
some representation of 

of ,he aggregate execution time 
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(timer). in another embodiment, the translator 19 stores 
multiple types of profiling metrics 37 for each basic 
block. In another embodiment, the translator 19 stores 
multiple sets of profiling metrics 37 for each basic 
block, corresponding to each predecessor basic" block 
and/or each successor basic block, such that distinct 
profiling data is maintained for different control paths. 
In each translator cycle (i.e., the execution of 
translator code 19 between executions of translated code 
21), the profiling metric 37 for the appropriate basic 
block is updated. 

In embodiments that support group blocks, the data 
associated with each basic block additionally includes 
references 38, 3 9 to the basic block objects of known 
predecessors and successors. These references in 

aggregate constitute a control-flow graph of all 
previously executed basic blocks. During group block 
formation, the translator 19 traverses this control-flow 
graph to determine which basic blocks to include in the 
group block under formation. 

Group block formation in the illustrative embodiment 
is based on three thresholds: a trigger threshold, an 
25 inclusion threshold, and a maximum member limit. The 
trigger threshold and the inclusion threshold refer to the 
profiling metric 37 for each basic block. m each 
translator cycle, the profiling metric 37 of the next 
basic block is compared to the trigger threshold. If the 
metric 37 meets the trigger threshold then group block 
formation begins. The inclusion threshold is then used to 
determine the scope of the group block, by identifying 
which successor basic blocks to include in the group 
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block. The maximum member limit defines the upper limit 
on the number of basic blocks to be included in any one 
group block. 

When the trigger threshold is reached for basic block 
A, a new group block is formed with A as the trigger 
block. The translator 19 then begins the . definition 
traversal, a traversal of A's successors in the control - 
flow graph to identify other member blocks to include 
When traversal reaches a given basic block, its profiling 
metrac 37 is compared to the inclusion threshold. if the 
metric 37 meets the inclusion threshold, that basic block 
is marked for inclusion and the traversal continues to the 
block's successors. if the block , s metric 3? ^ ^ 
inclusion threshold, that block is excluded and its 
successors are not traversed. when traversal ends (i e 
all paths either reach an excluded block or cycle back to 
an included block, or the maximum member limit is 
reached), the translator 19 constructs a new group block 
based on all of the included basic blocks. 



in embodiments that use isoblocks and group blocks 
the control flow graph is a graph of isoblocks, meaning 
that different isoblocks of the same subject block are 
25 treated as different blocks for the purposes of group 
block creation. Thus, the profiling metrics for different 
^blocks of the same subject block are not aggregated. 

In another embodiment, isoblocks are not used in basic 
30 block translation but are used in group block translation 
meaning that non-group basic block translations are 
generalized (not specialized on entry conditions). m 
th ls embodiment, a basic block's profiling metric is 
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disaggregated by the entry conditions of each execution, 
such that distinct profiling information is maintained for 
each theoretical isoblock (i.e., for each distinct set of 
entry conditions) . In this embodiment, the data 

5 associated with each basic block includes a profiling 
list, each member of which is a three-item set containing: 
(1) a set of entry conditions, (2) a corresponding 
profiling metric, and (3) a" list of corresponding 
successor blocks. This data maintains profiling and 
10 control path information for each set of entry conditions 
to the basic block, even though the actual basic block 
translation is not specialized on those entry condition. 
In this embodiment, the trigger threshold is compared to 
each profiling metric within a basic block's profiling 
15 metric list. When the control flow graph is traversed, 
each element in a given basic block's profiling list is 
treated as a separate node in the control flow graph. The 
inclusion threshold is therefore compared against each 
profiling metric in the block's profiling list. In this 
20 embodiment, group blocks are created for particular hot 
isoblocks (specialized to particular entry conditions) of 
hot subject blocks, but other isoblocks of those same 
subject blocks are executed using the general (non- 
isoblock) translations of those blocks. 

25 

After the definition traversal, the translator 19 
performs an ordering traversal, step 73; Figure 6, to 
determine the order in which member blocks will be 
translated. The order of the member blocks affects both 
10 the instruction cache behavior of the translated code 21 
(hot paths should be contiguous) and the synchronization 
necessary on member block boundaries (synchronization 
should be minimized along hot paths) . In one embodiment, 
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the translator 19 performs the ordering traversal using an 
ordered depth- first search (DFS) algorithm, ordered by 
execution count. Traversal starts at the member block 
having the highest execution count. If a traversed member 
block has multiple successors, the successor with the 
higher execution count is traversed first. 

One of ordinary skill in the art will appreciate that 
group blocks are not formal basic blocks, as they may have 
internal control branches, multiple entry points, and/or 
multiple exit points. 

Once a group block has been formed, a further 
optimization may be applied to it, referred to herein as 
"global dead code elimination." Such global dead code 
elimination employs the technique of liveness analysis. 
Global dead code elimination is the process of removing 
redundant work from the IR across a group of basic blocks. 

Generally, subject processor state must be 
synchronized -on translation scope boundaries. A value, 
such as a subject register, is said to be "live" for the 
range of code starting with its definition and ending with 
its last use prior to being re-defined (overwritten); 
hence, the analysis of values' (e.g., temporary values in 
the context of IR generation, target registers in the 
context of code generation, or subject registers in the 
context of translation) uses and definitions is known in 
the art as liveness analysis. Whatever knowledge (i.e., 
liveness analysis) the translator has regarding the uses 
(reads) and definitions (writes) of data and state is 
limited to its translation scope; the rest of the program 
is an unknown. More specifically, because the translator 
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does not know which subject registers will be used outside 
the scope of translation (e.g., in a successor basic 
block) , it must assume that all registers will be used. 
As such, the values (definitions) of any subject registers 
which were modified within a given basic block must be 
saved (stored to the global register store 27) at the end 
of that basic block, against the possibility of their 
future use. Likewise, all subject registers whose values 
will be used in a given basic block must be restored 
(loaded from the global register store 27) at the 
beginning of that basic block; i.e., the translated code 
for a basic block must restore a given subject register 
prior to its first use within that basic block. 

15 The general mechanism of IR generation involves an 

implicit form of "local" dead code elimination, whose 
scope is localized to only a small group of IR nodes at 
once. For example, a common subexpression A in the 
subject code would be represented by a single IR tree for 
20 A with multiple parent nodes, rather than multiple 
instances of the expression tree A itself. The 
"elimination" is implicit in the fact that one IR node can 
have links to multiple parent nodes. Likewise, the use of 
abstract registers as IR placeholders is an implicit form 
25 of dead code elimination. If the subject code for a given 
basic block never defines a particular subject register, 
then at the end of IR generation for that block, the 
abstract register corresponding to that subject register 
will refer to an empty IR tree. The code generation phase . 
30 recognizes that, in this scenario, the appropriate 
abstract register need not be synchronized with the global 
register store. As such, local dead code elimination is 
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implicit in the IR generation phase, occurring 
incrementally as IR nodes are created. 

- In contrast to local dead code elimination, a "global" 
dead code elimination algorithm is applied to a basic 
block's entire IR expression forest. Global dead code 
elimination according to the illustrative embodiment 
requires liveness analysis, meaning analysis of subject 
register uses (reads) and subject register definitions 
(writes) within the scope of each basic block in a group 
block, to identify live and dead regions. The IR is 

transformed to remove dead regions and thereby reduce the 
amount of work that must be performed by the target code. 
For example, at a given point in the subject code, if the 
translator 19 recognizes or detects that a particular 
subject register will be defined (overwritten) before its 
next use, the subject register is said to be dead at all 
points in the code up to that preempting definition. m 
terms of the IR, subject registers which are defined but 
never used before being re-defined are dead code which can 
be eliminated in the IR phase without ever spawning target 
code. m terms of target code generation, target 

registers which are dead can be used for other temporary 
or subject register values without spilling. 



In group block global dead code elimination, liveness 
analysis is performed on all member blocks. Liveness 
analysis generates the IR forest for each member block, 
which is then used to derive the subject register liveness 
30 information for that block. IR forests for each member 
block are also needed in the code generation phase of 
group block creation. Once the IR for each member block 
is generated in liveness analysis, it can either be saved 



for subsequent use in code generation, or it can be 
deleted and re -generated during code generation. 

Group block - global dead code elimination can 
effectively "transform" the IR in two ways. First, the IR 
forest generated for each member block during liveness 
analysis can be modified, and then that entire IR forest 
can be propagated to (i.e., saved and reused during) the 
code generation phase; in this scenario, the IR 
transformations are propagated through the code generation 
phase by applying them directly to the IR forest and then 
saving the transformed IR forest. In this scenario, the 
data associated with each member block includes liveness 
information (to be additionally used in global register 
allocation) , and the transformed IR forest for that block. 

Alternatively and preferably, the step of global dead 
code elimination which transforms the IR for a member 
block is performed during the final code generation phase 
of -group block creation, using liveness information 
created earlier. In this embodiment, the global dead 
code transformations can be recorded as list of Mead" 
subject registers, which is then encoded in the liveness 
information associated with each member block. The actual 
transformation of the IR forest is thus performed by the 
subsequent code generation phase, which uses the dead 
register list to prune the IR forest. This scenario 
allows the translator to generate the IR once during 
liveness analysis, then throw the IR away, and then re- 
generate the same IR during the code generation, at which 
point the IR is transformed using the liveness analysis 
(i.e., global dead code elimination is applied to the IR 
itself) . In this scenario, the data associated with each 
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member block includes liveness information, which includes 
a list of dead subject registers. The IR forest is not 
saved. Specifically, after the IR forest is (re) generated 
in the code generation phase, the IR trees for dead 
subject registers (which are listed in the dead subject 
register list within the liveness information) are pruned. 

- In one embodiment, the IR created during liveness 
analysis is thrown away after the liveness information is 
extracted, to conserve memory resources. The IR forests 
(one per member block) are . recreated during code 
generation, one member block at a time. In this 

embodiment, the IR forests for all member blocks do not 
coexist at any point in translation. However, the two 
versions of the IR forests, created during liveness 
analysis and code generation, respectively, are identical, 

subject code using the same 

IR generation process. 

In another embodiment, the translator creates an IR 
forest for each member block during liveness analysis, and 
then saves the IR forest, in the data associated with each 
member block, to be reused during code generation. In 
this embodiment, the IR forests for all member blocks 
coexist, from the end of liveness analysis (in the global 
dead code elimination step) to code generation. in one 
alternative of this embodiment, no transformations or 
optimizations are performed on the IR during the period 
from its initial creation (during liveness analysis) and 
its last use (code generation) . 

In another embodiment, the IR forests for all member 
blocks are saved between the steps of liveness analysis 
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- and code generation, and inter-block optimizations are 
performed, on the IR forests prior to code generation. In 
this embodiment, the translator takes advantage of the 
fact that all member block IR forests coexist at the same 
5 point in translation, and optimizations are performed 
across the IR forests of different member blocks which 
transform those IR forests. In this case, the IR forests 
used in code generation may not be identical to the IR 
forests used in liveness analysis (as in the two 

10 embodiments described above) , because the IR forests have 
been subsequently - transformed by inter-block 

optimizations. In other words, the IR forests used in 
code generation may be different than the IR forests that 
would result frortf generating them anew 'one member block at 

15 a time. 

In group block global dead code elimination, the scope 
of dead code detection is increased by the fact that 
liveness analysis is applied to multiple blocks at the 

20 same time. Hence, if a subject register is defined in the 
first member block, and then redefined in the third member 
block (with no intervening uses or exit points) , the IR 
tree for' the first definition can be eliminated from the 
first member block. By comparison, under basic block code 

25 generation, the translator 19 would be unable to detect 
that this subject register was dead. 

As noted above, one goal of group block optimization 
is to reduce or eliminate the need for register 
30 synchronization at basic block boundaries. Accordingly, a 
discussion of how register allocation and synchronization 
is achieved by the translator 19 during group blocking is 
now provided. 



Register allocation is the process of associating an 
abstract (subject) register with a target register. 
Register allocation is a necessary component of code 
generation, as abstract register values must reside in 
target registers to participate in target instructions. 
The representation of these allocations (i.e., mappings) 
between target registers and abstract registers is 
referred to as a register map. During code generation, 
the translator 19 maintains a working register map, which 
reflects the current state of register allocation (i.e., 
the target-to-abstract register mappings actually in 
existence at a given point in the target code) . Reference 
will be had hereafter to an exit register map which is, 
abstractly, a snapshot of the working register map on exit 
from a member block. However, since the exit register map 
is not needed for synchronization, it is not recorded so 
it is purely abstract. The entry register map 40 (Figure 
3) is a snapshot of the working register map on entry to a 
member block, which is necessary to ■ record for 
synchronization purposes. 

Also, as discussed above, a group block contains 
multiple member blocks, and code generation is performed 
separately for each member block. As such, each member 
block has -its own entry register map 40 and exit register 
map, which reflect the allocation of particular target 
registers to particular subject registers at the beginning 
and end, respectively, of the translated code for that 
block. 

Code generation for a group member block is 
parameterized by its entry register map 40 (the working 



register map on entry) , but code generation also modifies 
the working register map. The exit register map for a 
member block reflects the working register map at the end 
of that block, as modified by the code generation process. 
When the first member block is translated, the working 
register map is empty (subject to global register 
allocation, discussed below) . At the end of translation 
for the first member block, the working register map 
contains the register mappings created by the code 
generation process. The working register map is then 
copied into the entry register maps 40 of all successor 
member blocks. 

At the end of code generation for a member block, some 
abstract registers may not require synchronization. 
Register maps allow the translator 19 to minimize 
synchronization on member block boundaries, by identifying 
which registers actually require synchronization. By 
comparison, in the (non-group) basic block scenario all 
abstract registers must be synchronized at the end of 
every basic block. 

At the end of a member block, three synchronization 
scenarios are possible based on the successor. First, if 
the successor is a member block which has not yet been 
translated, its entry register map 40 is defined to be the 
same as the working register map, with the consequence 
that no synchronization is necessary. Second, if the 
successor block is external to the group, then all 
abstract registers must be synchronized (i.e., a full 
synchronization) because control will return to the 
translator code 19 before the successor's execution. 
Third, if the successor block is a member block whose 



44 



10 



15 



register map has already been fixed, then . synchronization 
code must be inserted to reconcile the working map with 
the successor's entry map. 

Some of the cost of register map synchronization is 
reduced by the group block ordering traversal, which 
minimizes register synchronization or eliminates it 
entirely along hot paths. Member blocks are translated' in 
the order generated by the ordering traversal . ' As each 
member block is translated, its exit register map is 
propagated into the entry register map 4 0 of all successor 
member blocks whose entry register maps are not yet fixed. 
In effect, the hottest path in the group block is 
translated first, and most if not all member block 
boundaries along that path require no synchronization 
because the corresponding register maps are all 
consistent . 
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For example, the boundary between the first and second 
member blocks will always require no synchronization, 
because the second member block will always have its entry 
register map 40 fixed to be the same as the exit register 
map 41 of the first member block. Some synchronization 
between member blocks may be unavoidable because group 
blocks can contain internal control branches and multiple 
entry points. This means that execution may reach the 
same member block from different predecessors, with 
different working register maps at different times. These 
cases require that the translator 19 synchronize the 
working register map with the appropriate member block's 
entry register map. 
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If required, register map synchronization occurs on 
member block boundaries. The translator 19 inserts code 
at the end of a member block to synchronize the working 
register map with the successor's entry register map 40. 
5 In register map synchronization, each abstract register 
falls under one of ten synchronization conditions. Table 
1 illustrates the ten register synchronization cases as a 
function of the translator's working register map and the 
successor's entry register map 40. Table 2 describes the 

10 register synchronization algorithm, by enumerating the ten 
formal synchronization cases with text descriptions of the 
cases and pseudo-code descriptions of the corresponding 
synchronization actions (the pseudo-code is explained 
below) . Thus, at every member' block boundary, every 

15 abstract register is synchronized using the 10 -case 
algorithm. This detailed articulation of synchronization 
conditions and actions allows the translator 19 to 
generate efficient synchronization code, which minimizes 
the synchronization cost for each abstract register. 

20 

The following describes the synchronization action 
functions listed in Table 2. " Spill (E (a) ) " saves abstract 
register a from target register E(a) into the subject 
register bank (a component of the global register store) . 

25 "Fill (t, a)" loads abstract register a from the subject 
register bank into target register t. "Reallocate () " 
moves and reallocates (i.e., changes the mapping of) an 
abstract register to a new target register if available, 
or spills the abstract register if a target register is 

30 not available. w FreeNoSpill (t) " marks a target register 
as free without spilling the associated abstract subject 
register. The FreeNoSpill ( ) function is necessary to 
avoid superfluous spilling across multiple applications of 



46 



the algorithm at the same synchronization point. Note 
that for cases with a "Nil" synchronization action, no 
synchronization code is necessary for the corresponding 
abstract registers . 
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a e dom W 


a € dom W 


a e dom E 




W(a) <S rng E 


W(a) e rng E 






E(a) £ rng W 


6 


8 


4 




E(a) e rng W 


7 


W(a) * E(a) 


9 


5 








W(a) = E(a) 


10 




a £ dom E 




2 


3 


1 



Table 1: Enumeration of the 



10 Register Synchronization Scenarios 
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Ta 


ble 2: Register Map Synchronization Scenarios 




Case 


Description 


Action 


1 


a g (dom E u dom W) 


W(...) 
E(...) 

The abstract register is neither in the working rmap or the 
entry rmap. 


Nil 


2 


a e dom W 

A 

a g dom E 

A 

W(a) g rng E 


W(a=>tl,...) 
EC-) 

The abstract register is in the working rmap, but not in the 
entry rmap. Furthermore the target register used in the 
working rmap is not in the range of the entry rmap. 


Spill(W(a)) 


3 


a g dom W 

A 

a g dom E 

A 

W(a) e rng E 


W(al=>tl,...) 
E(ax=>tl,...) 

The abstract register is in the working, but not in the entry 
rmap. However the target register used in the working rmap is 
in the range of the entry rmap. 


Spill(W(a)) 


4 


a g dom W 

A 

a e dom E 

A 

E(a) g rng W 


W(...) 

E(al=>tl,...) 

The abstract register is in the entry rmap but not in the 
working rmap. Furthermore the target register used in the 
entry rmap is not in the range of the working rmap. 


FiH(E(a), a) 


5 


a g dom W 

A 

a e dom E 

A 

E(a) e mg W 


W(ax=>tl,...) 
E(al=>tl,...) 

The abstract register is in the entry rmap but not in the 
working rmap. However the target register used in the entry 
rmap is in the range of the working rmap. 


Reallocate(E(a)) 
FilI(E(a), a) 


6 


a e (dom W o dom E) 

A 

W(a) «s rng E 

A 

E(a) g rng W 


W(al=>tl,...) 
E(al=>t2,...) 

The abstract register is in the working rmap and the entry 
rmap. However both use different target registers. 
Furthermore the target register used in the working rmap is 
not in the range of the entry rmap and the target register used 
in the entry rmap is not in the range of the working rmap. 


Copy W(a) => 
E(a) 

FreeNoSpill(W(a)) 


7 


a e (dom W n dom E) 

A 

W(a) g rng E 

A 

E(a) e rng W 


W(al=>tl,ax=>t2...) 
E(al=>t2,...) 

The abstract register in the working rmap is in the entry rmap. 
However both use different target registers. The target register 
used in the working rmap is not in the range of the entry 
rmap, however the target register used in the entry rmap is in 
the range of the working rmap. 


Spill(E(a)) 

Copy W(a) => 

E(a) 

FreeNoSpill(W(a)) 



48 



Table 2: Register Map Synchronization Scenarios 




Case 


Description 


Action 


8 


a e (dom W n dom E) 

A 

W(a) e mg E 

A 

E(a) ^ rngW 


W(al=>tl,...) 
E(al=>t2,ax=>tl,...) 

The abstract register in the working rmap is in the entry rmap. 
However both use different target registers. The target register 
used in the entry rmap is not in the range of the working 
rmap, however the target register used in the working rmap is 
in the range of the entry rmap. 


Copy W(a) => 
E(a) 

FreeNoSpill(W(a)) 


9 


a e (dom W r\ dom E) 

A 

W(a) e mg E 

A 

E(a) e mg W 

A 

W(a) * E(a) 


W(al=>tl,ax=>t2,...) 
E(al=>t2,ay=>tl,...) 

The abstract register in the working rmap is in the entry rmap. 
Both use different target registers. However, the target 
register used in the entry rmap is in the range of the working 
rmap, and the target register used in the working rmap is in 
the range of the entry rmap. 


Spill(E(a)) 

Copy W(a) => 

E(a) 

FreeNoSpill(W(a)) 


10 


a e (dom W n dom E) 

A 

W(a) e mg E 

A 

E(a) e mg W 

A 

W(a) = E(a) 


W(al=>tl,...') 
E(al=>tl,...) 

The abstract register in the working rmap is in the entry rmap. 
Furthermore they both map to the same target register. 


Nil 



The translator 19 performs two levels of register 
allocation within a group block, global and local (or 
5 temporary) . Global register allocation is the definition 
of particular register mappings, before code ' generation, 
which persist across an entire group block (i.e., 
throughout all member blocks) . Local register allocation 
consists of the register mappings created in the process 
10 of code generation. Global register allocation defines 
particular register allocation constraints which 
parameterize the code generation of member blocks, by 
constraining local register allocation. 



Abstract registers that are globally allocated do not 
require synchronization on member block boundaries, 
because they are guaranteed to be allocated to the same 
respective target registers in every member block. This 
approach has the advantage that synchronization code 
(which compensates for differences in register mappings 
between blocks) is never required for globally allocated 
abstract registers on member block boundaries. The 
disadvantage of group block register mapping is that it 
hinders local register allocation because the globally 
allocated target registers are not immediately available 
for new mappings. To compensate, the number of global 
register mappings may be limited for a particular group 
block . 

The number and selection of actual global register 
allocations is defined by a global register allocation 
policy. The global register allocation policy is 

configurable based on subject architecture, target 
architecture, and applications translated. The optimal 
number of globally allocated registers is derived 
empirically, and is a function of the number of target 
registers, the number of subject registers, the type of 
application being translated, and application usage 
patterns. The number is generally a fraction of the total 
number of target registers minus some small number to 
ensure that enough target registers remain for temporary 
values . 

In cases where there are many subject registers but 
few target registers, such as the MIPS-X86 and PowerPC-X86 
translators, the number of globally allocated registers is 
zero. This is because the X86 architecture has so few 
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target registers that using any fixed register allocation 
has been observed to produce worse target code than none 
at all. 

In cases where there are many subject registers and 
many target registers, such as the X86-MIPS translator, 
the number of globally allocated registers (n) is three 
quarters the number of target registers (T) . Hence: 

X8 6-MIPS: n = % * T 

Even though the X8 6 architecture has few general 
purpose registers,, it is treated as having many subject 
registers because many abstract registers are necessary to 
emulate the complex X86 processor state (including, e.g., 
condition code flags) . 

In cases where the number of subject registers and 
target registers is approximately the same, such as the 
MIPS-MIPS accelerator, most target registers are globally 
allocated with only a few reserved for temporary values. 
Hence : 

MIPS-MIPS: n = T - 3 

In cases where the total number of subject registers 
in use across the entire group block (s) is less than or 
equal to the number of target registers ( T) , all subject 
registers are globally mapped. This means that the entire 
register map is constant across all member blocks. In the 
special case where (s = T) , meaning that the number of 
target registers and active subject registers is equal, 
this means that there are no target registers left for 
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temporary calculations; in this case, temporary values are 
locally allocated to target registers that are globally 
allocated to subject registers that have no further uses 
within the same expression tree (such information is 
obtained through liveness analysis) . 



At the end of group block creation, code generation is 
performed for each member block, in the traversal order. 
During code generation, each member block's IR forest is 
(re)generated and the list of dead subject registers 
(contained in that block's liveness information) is used 
to the prune the IR forest prior to generating target 
code. As each member block is translated, its exit 
register map is propagated to the entry register maps 40 
of all successor member blocks (except those which have 
already been fixed). Because blocks are translated in 
traversal order, this has the effect of minimizing 
register map synchronization along hot paths, as well as 
making hot path translations contiguous in the target 
memory space. As with basic block translations, group 
member block translations are specialized on a set of 
entry conditions, namely the current working conditions 
when the group block was created. 

Figure 7 provides an example of group block generation 
by the translator code 19 according to an illustrative 
embodiment. The example group block has five members ("A" 
to «E"), and initially one entry point ("Entry 1" ■ Entry 2 
is generated later through aggregation, as discussed 
below) and three exit points ("Exit 1," -Exit 2," and "Exit 
3"). In this example, the trigger threshold for group 
block creation is an execution count of 45000, and the 
inclusion threshold for member blocks is an execution- 
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count of 1000. The construction of this group block was 
triggered when block A's execution count (now 45074) 
reached the trigger threshold of 45000, at which point a 
search, of the control flow graph was performed in order to 
5 identify the group block members. in- this example, five 
blocks were found that exceeded the inclusion threshold of 
1000. Once the member blocks are identified, an ordered 
depth first search (ordered by profiling metric) is 
performed such that hotter blocks and their successors are 
processed first; this produces a set of blocks with a 
critical path ordering. 

At this stage global dead code elimination is 
performed. Each member block is analyzed for register 
uses and definitions (i.e., liveness analysis). This 
makes code generation more efficient in two ways. First 
local register allocation can take into account which 
subject registers are live in the group block (i.e., which 
subject registers will be used in the current or successor 
member blocks),, which helps to minimize the cost of 
spills; dead registers are spilled first, because they do 
not need to be restored. m addition, if liveness 
analysis shows that a particular subject register is 
defined, used, and then redefined (overwritten) , the value 
can be thrown away any time after the last use (i.e., its 
target register can be freed) . if liveness analysis shows 
that a particular subject register value is defined and . 
then redefined without any intervening uses (unlikely, as 
thxs would mean that the subject compiler generated dead 
code), then the corresponding ir tree for that value can 
be thrown away, such that no target code is ever generated 
for it. 
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Global register allocation is next. The translator 19 
assigns frequently accessed subject registers a fixed 
target register mapping which is constant across all 
member blocks. Globally allocated registers are non- 
spillable, meaning that those target registers are 
unavailable to local register allocation. A percentage - of 
target registers must be kept for temporary subject 
register mappings when there are more subject registers 
than target registers. In special cases where the entire 
set of subject registers within the group block can fit 
into target registers, spills and fills are completely 
avoided. As illustrated in Figure 7, the translator 
plants code ("Prl") to load these registers from the 
global register store 27 prior to entering the head of" the 
group block ("A"); such code is referred to as prologue 
loads. 

The group block is now ready for target code 
generation. During code generation, the' translator 19 
uses a working register map (the mapping between abstract 
registers and target registers) to keep track of register 
allocation. The value of the working register map at the 
beginning of each member block is recorded in that block's 
associated entry register map 40. 

First the prologue block Prl is generated which loads 
the globally allocated abstract registers. At this point 
the working register map at the end of Prl is copied to 
the entry register map 40 of block A. 

Block A is then translated, planting target code 
directly following the target code for Prl. Control flow 
code is planted to handle the exit condition for Exit 1, 
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which consists of a dummy branch (to be patched later) to 
epilogue block Epl (to be planted later). At the end of 
block A, the working register map is copied to the entry 
register map 40 of block B. This fixing of B's entry 
register map 40 has two consequences: first, no 

synchronization is necessary on the path from A to B; 
second, entry to B from any other block (i.e., a member 
block of this group block or a member block of another 
group block using aggregation) requires synchronization of 
that block's exit register map with B's entry register 
map . 



Block B is next on the critical . path . Its target code 
is planted directly following block A, and code to handle 
15 the two successors, .C and A, is then planted. The first 
successor, block C, has not yet had its entry register map 
4 0 fixed, so the working register map is simply copied 
into C's entry register map. The second successor, block 
A, however, has previously had its entry register map 4 0 
fixed and therefore the working register map at the end of 
block B and the entry register map 40 of block A may 
differ. Any difference in the register maps requires some 
synchronization ("B-A") along the path from block B to 
block A in order to bring the working register map into 
line with the entry register map 40. This synchronization 
takes the form of register spills, fills, and swaps and is 
detailed in the ten register map synchronization scenarios 
above . 



Block C is now translated and target code is planted 
directly following block C. Blocks D and E are likewise 
translated and planted contiguously. The path from E to A 
again requires register map synchronization, from E's exit 
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register map (i.e., the working register map at the end of 
E's translation) to A's entry register map 40, which is 
planted in block "E-A." 

Prior to exiting- the group block and returning control 
to the. translator 19, the globally allocated registers 
must be synchronized to the global register store; this 
code is referred to as epilogue saves. After the member 
blocks have been translated, code generation plants 
epilogue blocks for all exit points (Epl, Ep2 , and Ep3) , 
and fixes the branch targets throughout the member blocks. 

In embodiments' that use both isoblocks and group 
blocks,- the control flow graph traversal is made in terms 
of unique subject blocks (i.e., a particular basic block 
in the subject code) rather than isoblocks of that block. 
As such, isoblocks are transparent to group block 
creation. No special distinction is made with respect to 
subject blocks that have one translation or multiple 
translations . 

In the illustrative embodiment, both the group block 
and isoblock optimizations may be advantageously employed. 
However, the fact that the isoblock mechanism may create 
different basic block translations for the same subject 
code sequence complicates the process of deciding which 
blocks to include in the group block, since the blocks to 
be included may not exist until the group block is formed. 
The information collected using the unspecialized blocks 
that existed prior to the optimization must be adapted 
before being used in the selection and layout process. 
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The illustrative embodiment further employs a 
technique for accommodating features of nested loops in 
group block generation. Group blocks are originally 
created with only one entry point, namely the start of the 
trigger block. Nested loops in a program cause the inner 
loop to become hot first, creating a group block 
representing the inner loop. Later, the outer loop 
becomes hot, creating a new group block that includes all 
the blocks of the inner loop as well as the outer loop. 
If the group block generation algorithm does not take 
account of the work done for the inner loop,, but instead 
re-does all of that work, then programs that contain 
deeply nested loops will progressively generate larger and 
larger group blocks, requiring more storage and more work 
on each group block generation. In addition, the older 
(inner) group blocks may become unreachable and therefore 
provide little or no benefit. 

According to the illustrative embodiment, group block 
aggregation is used to enable a previously built group 
block to be combined with additional optimized blocks. 
During the phase in which blocks are . selected for 
inclusion in a new group block, those candidates which are 
already included in a previous group block are identified. 
Rather than planting target code for these blocks, 
aggregation is performed, whereby the translator 19 
creates a link to the appropriate location in the existing 
group block. Because these links may jump to the middle 
of the existing group block, the working register map 
corresponding to that location must be enforced; 
accordingly, the code planted for the link includes 
register map synchronization code as required. 



The entry register map 40 stored in the basic, block 
data structure 3 0 supports group block aggregation. 
Aggregation allows other translated code to jump into the 
middle of a group block, using the beginning of the member 
block as an entry point. Such entry points require that 
the current working register map be synchronized to the 
member block's entry register map 40, which the translator 
19 implements by planting synchronization code (i.e., 
spills and fills) between the exit point of the 
predecessor and the entry point of the member block. 

In one embodiment, some member blocks' register maps 
are selectively deleted to conserve resources. Initially, 
the entry register maps of all member blocks in a group 
are stored indefinitely, to facilitate entry into the 
group block (from an aggregate group block) at the 
beginning of any member block. As group blocks become 
large, some register maps may be deleted to conserve 
memory. If this happens, aggregation effectively divides 
the group block into regions, some of which (i.e., member 
blocks whose register maps .have been deleted) are 
inaccessible to aggregate entry. Different policies are 
used to- determine which register maps to store. One 
policy is to store all register maps of all member blocks 
(i.e., never delete). An alternative policy is to store 
register maps only for the hottest member blocks. An 
alternative policy is to store register maps only for 
member blocks that are . the destinations of backward 
branches (i.e., the start of a loop). 

In another embodiment, the data associated with each 
group member block includes a recorded register map for 
every subject' instruction location. This allows other 
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translated code to jump into the middle . of a group block 
at any point, not just the beginning of a member block, 
as, in some cases, a group member block may contain 
undetected entry points when the group block is formed. 
5 This technique consumes large amounts of memory, and is 
therefore only appropriate when memory conservation is not 
a concern. 

Group blocking provides . a mechanism for identifying 
10 frequently executed blocks or sets of blocks and 
performing additional optimizations on them. Because more 
computationally expensive optimizations are applied to 
group blocks, their formation is preferably confined to 
basic blocks which are known to execute frequently. in 
15 the case of group blocks, the extra computation is 
justified by frequent execution; contiguous blocks which 
are executed frequently are referred to as a "hot path." 
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Embodiments may be configured wherein multiple levels 
of frequency and optimization are used, such that the 
translator 19 detects multiple tiers, of frequently 
executed basic blocks, and increasingly complex 
optimizations are applied. Alternately, and as described 
above only two levels of optimization are used: basic 
optimizations are applied to all basic blocks, and a 
single set of further optimizations are applied to group 
blocks using the group block creation mechanism described 
above . 

Figure 8 illustrates the steps performed by the 
translator at run-time, between executions of translated 
code. When a first basic block (BBm-x) finishes execution 
1201, it returns control to the translator 1202. The 
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translator increments the profiling metric of the first 
basic block 1203. The translator then queries the basic 
block cache 1205 for previously translated isoblocks of 
the current basic block (BB N/ which is BBn-i 1 s successor), 
5 using the subject address returned by the first basic 
block's execution." If the successor block has already 
been translated, the basic block cache will return one or 
more basic block data structures. The translator -then 
compares the successor's profiling metric to the group 
10 block trigger threshold 1207 (this may involve aggregating 
the profiling metrics of multiple isoblocks) . If the 
threshold is not met, the translator then checks if any 
isoblocks returned by the basic block cache are compatible 
with the working conditions (i.e., isoblocks with entry 
15 conditions identical to the exit conditions of BB N _ X ) . If. 
a compatible isoblock is found, that translation is 
executed 1211. 

If the successor profiling metric exceeds the group 
20 block trigger threshold, then a new group block is created 
1213 and executed 1211, as discussed above, even if a 
compatible isoblock exists. 

If the basic block does not return any isoblocks, or- 
25 none of the isoblocks returned are compatible, then the 
current block is translated 1217 into an isoblock 
specialized on the current working conditions, as 
discussed above. At the end of decoding BB N , if the 
successor of BB N - (BB N+1 ) is statically determinable 1219, 
30 then an extended basic is created 1215. If an extended 
basic block is created, then BB N+1 is translated 1217, and 
so forth. When translation is complete, the new isoblock 
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is stored in the basic block cache 1221 and then executed 
1211. 

Partitions 

In a preferred embodiment, the translator 19 employs a 
partitioning technique to divide the subject code space 
into regions, referred to hereafter as partitions. Each 
partition includes a distinct set of translator data 
structures (e.g., basic blocks) and target code. A 
partition represents a range of subject code 17 addresses 
which does not overlap with any other partition, meaning 
that no translated block spans between two partitions. As 
such, all translations of a particular subject code 
address are present in only a single partition. 

The partitioning technique utilized by the translator 
19 divides the translator 19' s representation of control 
flow into non-overlapping regions of subject memory. In 
some cases, these partitions correspond to the different 
libraries and object files that make up a subject program, 
such that partitions are created and replaced as libraries 
are mapped, into subject memory and later discarded. The 
partitioning technique is particularly utilized by the 
translator 19 when translating subject programs that 
modify their own subject code 17, hereinafter referred to 
as "self -modifying". By dividing subject code 17 and its 
corresponding translated target code 21 into partitions, 
one partition can be discarded when its associated code is 
modified without affecting the valuable information (e.g., 
translations) built up in other partitions. Without the 
use of such partitions, all existing translations, even 
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those not affected by the code modification, would need to 
be discarded in response to every code modification. 

In a preferred embodiment, the translator 19 maintains 
segregated data structures, such that translation, data 
structures are organized by partitions. This segregation 
allows for the numerous block translations (and affiliated 
data structures) that are associated with a single 
partition to be discarded and freed at once, rather than 
traversing the underlying representations of translated 
code to search for affected translations and deleting them 
one at a time. For example, in one embodiment the 
translator 19 maintains a separate basic block cache 23 
for each partition. 



When subject code 17 modifies other subject code, the 
"modification event" is detected by the translator 19. A 
modification event is defined to correspond to a 
particular subject address range (the range, of subject 
code that is overwritten or deleted by the modification) . 
The translator 19 must first detect when and where subject 
code is self-modified (i.e., which subject code performs 
the modification, and which subject code is modified) . 
Modification events are any events when subject code 17 is 
25 modified by subject code 17. Sel f -modif ying code does not 
include cases in which subject code 17 modifies subject 
data. Self -modification of subject code 17 can take many 
forms, including but not limited to: (i) mapping a file 
into memory (e.g., mmap() system calls); (ii) removing a 
file from memory (e.g., munmapO system calls); and (iii) 
making a memory region executable (e.g., changing its 
permissions using the mprotect (). system call). 
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Alternatively, in cases where subject code 
modifications are made using a well known system call, 
such as mmap(), munmapO or mprotect(), the translator 19 
detects all calls to that system call in the subject code. 
5 The translator 19 can also detect subject code 17 
modifications by other mechanisms. For example, many 
subject processors require that, prior to executing code 
that has been modified, the subject program must first 
flush the processor's instruction cache ( I -cache) . m 
10 particular, the PowerPC architecture has a special 
instruction for this purpose, «ICBI« (Instruction Cache 
Block Invalidate), while other architectures may use a 
special system call for the same purpose. On 
architectures with such a cache flush requirement, the 
15 translator 19 may detect modification events by detecting 
instances of the special instruction (or special system 
call) . 

Alternatively, the translator 19 can use features of 
20. the target operating system 20 to monitor all writes to 
the target memory regions which correspond to subject 
code, in order to detect modification events. On certain 
systems, the system call mprotect() allows the translator 
19 to set particular regions of memory "read-only". other 
25 systems may utilize equivalent functions to that of the 
mprotectO system call to define a particular area of 
memory as read-only. Any attempt to write into read-only 
regions triggers a signal which is detected by the 
translator 19. The signal notifies the translator 19 that 
30 a subject code modification is taking place, and the 
translator 19 uses the signal context to determine which 
subject address is being overwritten. After detecting the 
modification and identifying the scope of the modification 



63 



(i.e., the subject addresses affected), the translator 19 
then allows the write to proceed normally. 

Alternatively, the translator 19 can. generate a 
special target code sequence, for each translated memory 
write operation in the subject code, which checks if the 
write address corresponds to subject code rather than 
subject data, in order to detect modification events. 

After a modification event has been detected, the 
modification results in the creation of a new partition 
whose subject address range is the same as the modified 
range. In addition, if any existing, partitions had 
address ranges that intersected (overlapped) the modified 
range, all such intersecting partitions are destroyed and 
re-created, except in certain situations where additional 
partition optimizations are applied as described below. 
For each intersecting partition that is destroyed a new 
remainder partition is created for the remaining range, 
meaning the original range of the intersecting partition 
minus the intersection. When a partition is destroyed, 
all existing target code 21 translations associated with 
that partition are discarded. As such, a new partition 
is, at first, completely empty of translated target code 
21, meaning that any subject code • 17 subsequently 
encountered from that partition must be translated from 
scratch . 

Figure 9 illustrates the creation of a new partition, 
from a set of existing partitions and a modification event 
which overlaps some of those partitions. Prior to the 
modification, four partitions A, B', C and D exist. The 
subject code then modifies a range of subject code 
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addresses extending from point 100 in memory to point 102. 
The range of the modification 104 intersects with 
partitions A and C and totally encompasses partition B. 
Partition M is created for the entire modified range 104. 
Partitions A and C are destroyed, and partition A' and C 
are created, respectively, for the remaining portions of A 
and C which do not intersect the modification range 104. 
Partition B is destroyed and its range is completely 
subsumed by the new partition M. Partition D, whose range 
does not overlap the modification range 104, remains 
unaffected. 

One optimization technique that can be applied to 
partitioning in order to improve performance of the 
translator 19 is lazy partition allocation. In order to 
save memory, the full data structures of a partition are 
not allocated at the time a partition is created. 
Instead, an inactive partition is initially created which 
reserves the partition's subject address range, but the 
translator 19 does not initially allocate any of the 
underlying translation data structures and memory. m 
this manner, the initial inactive partitions are 
essentially empty skeleton partitions that merely reserve 
a particular subject address range. When any subject code 
17 within the partition is actually translated, the 
inactive partition becomes a live partition and the 
partition data structures are initialized. Accordingly, 
modification events which correspond to data segments of 
the subject program (e.g., files which are mmapOed as 
data, and which the subject program never executes as 
code) cause a new inactive partition to be created, but 
none of the underlying translation data structures and 
memory regions are allocated. 
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In a preferred embodiment, the translator 19 allocates 
large regions of memory for new partitions to store target 
code 21 translations. Target code 21 is preferably 
allocated to be contiguous so as to avoid unnecessary 
fragmentation. The translator 19 is more likely to be 
able to make target code 21 contiguous if it has a large 
memory region to use. Partitions which are falsely 
detected (i.e., modification events in subject memory 
ranges which do not correspond to executable subject code) 
can sometimes consume valuable memory resources for no 
purpose. By only allocating translation data structures 
and memory when subject code 17 within a partition is 
actually translated (and executed), lazy partition 
allocation allows the translator 19 to avoid the negative 
impact of false positives from the modification event 
detection mechanism associated with partitioning. 

In certain situations, the regions of the subject 
memory space which the translator 19 identifies as being 
modified by a modification event may never actually be 
translated into target code. This may be because the 
subject memory region corresponds to data, or because the 
subject memory region corresponds to code which is never 
executed. To avoid the overhead of wasted memory 

resources, an inactive or skeleton partition is created 
initially, where the partition's full data structures are 
only realized when translation occurs within the 
partition's range of subject addresses. Because inactive 
partitions contain no translations of subject code, they 
can be created, deleted, or resized without the memory and 
performance overhead associated with live partitions. 
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In an alternative embodiment of the translator 19 
which also employs interpreter ■ functionality, the 
translator 19 may invoke interpreter functions to 
interpret subject code 17 rather than translating it, 
5 specifically for the purpose of delaying translation and 
thereby avoiding the allocation of partitions associated 
with that subject code 17. A translation method and 
apparatus which facilitates such interpreter functionality 
is described in co-pending UK Patent Applications Serial 
10 No. 03 09056.0 and 03 15164.4, both entitled "Block 
Translation Optimizations for Program Code Conversion", 
the disclosure of which is incorporated herein by 
reference. 
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In another preferred embodiment of the translator 19, 
an optimization technique that can be applied to 
partitioning in order to improve performance of the 
translator 19 is reducible partitions, where the address 
range of a partition is reduced rather than deleting the 
20 partition, to a range which includes the range of 
addresses actually used in the partition. Initially in 
response to a modification event, a new partition is 
created with a starting address and an ending address 
whose values are defined by the scope of the modification. 
25 However, in operation, the .actual range of subject 
addresses that are translated may be narrower than the 
defined range of the partition. The range encompassing 
all subject addresses within a partition that have 
actually been translated or which are flagged for future 
translation is referred to as the "active range" or used 
range of a partition. The range of subject addresses in a 
partition that have not been translated is referred to as 
the "inactive range." m order to optimize the 



30 



performance of the translator 19, the size of a partition 
may be reduced, from its initially defined range of 
addresses to a lesser range which includes its active 
range of addresses by eliminating at least a portion of 
the inactive range of addresses. 

While the concept of reducible partitions may be 
implemented in any number of ways, in one preferred 
embodiment, the translator 19 maintains the active range 
or translated range of addresses in each partition. When 
a partition is created, its active range of addresses is 
initially empty. During translation, as each subject 
instruction is translated, its subject address. ("the 
translated address") is compared to the active range of 
the current partition. If the translated address is 
outside the current active range, the active range is 
expanded to include the translated address. As such, the 
active range will grow as translation of the subject code 
progresses . 

When the translator 19 detects a modification event, 
the translator 19 initially determines if the range of the 
modification overlaps the initially- defined range of an 
existing partition. If an overlap exists, the translator 
19 then determines whether the modification range actually 
overlaps the partition's active range of subject 
addresses. If the modification range does not overlap the 
active range, then the translator 19 can simply resize the 
partition's initially defined range without deleting the 
translation data structures within the partition. The 
reason is that, while the initially defined partition 
range represents the potential scope of the partition, as 
defined by the prior modification event which created the 
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partition, the active range represents the actual range of 
subject addresses translated. Modifications which do not 
overlap the active range therefore do not invalidate any 
of the translations within the partition, because the 
5 translator 19 knows that the translated subject addresses 
are distinct from, and therefore unaffected by, the 
modified subject addresses. By resizing the partition to 
a range which includes the active range, the translations 
stored within the partition can be kept in that partition 
10 and need not be deleted. On the other hand, if the 
modification range does overlap the partition's active 
range of addresses, then the translator 19 must delete the 
entire partition as described above. 
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Referring now to Figure 10, an illustration of the 
reducible partition optimization technique is provided. 
The partitions illustrated in Figure 10 are substantially 
the same as those shown in Figure 9, except that partition 
A includes a active range of subject addresses 106. Prior 
to the modification, four partitions A, B, C and D exist. 
The subject code then modifies a range of subject code 
addresses extending from point 100 in memory to point 102. 
The range of the modification 104 intersects with the 
initially defined partition range for partition A, but the 
range of modification does not intersect with the active 
range 106 of partition A. After partition M is created 
for the modified range 104, the range of partition A can 
be reduced without affecting the translations in partition 
A. Contrarily, it can be seen in this example that the 
range of modification 104 intersects with the active range 
108 of partition C. Thus, the range of partition C can 
not simply be reduced and partition C must be destroyed, 
whereupon new partition C is created for the remaining 



portion of partition C which is not intersecting with the 
range of modification 104. Partition B is destroyed and 
its range is completely subsumed by the new partition M. 
Partition D remains unaffected. 

The . translator 19 can detect most modification events 
at decode- time, but the actual subject addresses to be 
modified may not be known until the translated code 21 is 
executed.. Thus, when the translator 19 detects, during 
decoding either a subject code 17 modification or an 
indication that a modification has occurred, the 
translator 19 ends the translation of the current block, 
and inserts a notification immediately after the current 
block to notify the translator of the modification event. 

In one embodiment of the translator 19, the 
partitioning technique is implemented in the translator 19 
with the aid of special blocks. Special blocks are blocks 
which, while they may correspond to a particular subject 
address do not represent translations of subject code. In 
contrast, a translation block as described above 
represents a translation of a particular subject code 
sequence beginning with a particular starting subject 
address. Instead, special "blocks contain special actions 
of the translator 19 which are inserted into the stream of 
target code during translation, before the blocks are 
actually executed. In effect, special blocks are 

lightweight translator actions, which can be planted at 
particular points in the target code control flow without 
requiring an expensive context switch out of target code 
back to the translator loop. 
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Special blocks contain pseudo- target code rather than 
normal target code. Normal target code represents a 
translation of some subject code sequence. Pseudo- target 
code consists of artificial (i.e., not translated) target 
5 code sequences, which is either written directly in target 
code or written in a high-level programming language 
(e.g., C++) and compiled to have the same calling 
conventions as target code generated by the translator. 
Examples of special blocks include notif yBlocks and border 
10 guard blocks, which are discussed herein. 

In one embodiment, the translator inserts a special 
block called a "notifyBlock" into the control flow of the 
translated program at a point immediately following the 
15 block containing the self -modifying subject code. The 
notifyBlock is a "special" translation structure, because 
unlike a translation block it does not represent the 
translation of any particular subject code, but rather it 
represents the modification event. The subject code which 
actually performs the modification is translated as part 
of the current block. The notifyBlock is inserted as the 
successor of the current block. Thus, immediately after 
the modification is performed in the translated current 
block, the subsequent notifyBlock notifies the translator 
to perform the appropriate actions in response to that 
modification (i.e., partition adjustments). The subject 
code 17 that follows the modification event is translated 
in a new block, which becomes the successor of the 
notifyBlock. 
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When the notifyBlock is reached in the target code -21 
at run-time, the translator 19 is notified of the subject 
address range of the modified code. The translator 19 
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uses this information to create a new partition, which may 
also alter or destroy existing partitions. 

The block containing the self -modifying subject code 
5 (the predecessor of the not if yBlock) ends immediately 
after identifying a modification event because the 
modification may invalidate the current partition. The 
modified subject code might be the next subject 
instruction, which would require . the translator to 

10 translate and execute the newly modified version of that 
instruction rather than executing an existing translation 
of the old version. For example, on the PowerPC 

architecture, a block must end after a cache flush 
instruction. Thus, when a modification event is detected, 

15 the current block of translation is ended and a 
notifyBlock is inserted as the successor. 

The notifyBlock also copies the current subject 
address and compatibility list from its predecessor block 

20 to its successor block. After the notification occurs, 
translation resumes in the successor block at the next 
subject instruction. If the current partition is 

destroyed as a result of the operation, the notifyBlock 
also handles the safe transition into the new partition 

25 which replaces it. 

Because translation blocks must end at partition 
boundaries, partitions can have a negative impact on the 
optimizations described above. Sections of code which 
30 would otherwise be translated together are translated as 
separate blocks due to the partitions formed, reducing the 
scope of optimization- and increasing the number of returns 
to the translator loop. For example, the extended block 
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and group block optimizations are limited by partition 
boundaries. For this reason, one optimization that can be 
applied to partitioning in order to improve performance of 
the translator is, for subject programs that are known not 
to modify their own subject code, aggregating all subject 
memory into a single partition such that all subject code 
is contained in one partition. 

The scope of a partition must be properly defined 
because partition scope impacts the performance of the 
translator. if partitions are too small, control flow 
must constantly pass through border guards (described 
below) . if partitions are too large, a slight code 
modification will unnecessarily invalidate larger portions 
of translated code ^ A proper balance of such constraints 
should be considered when selecting partition size as it 
relates to the performance of the translator. 
Optimizations can be applied if it is determined that the 
particular partitions being generated have a negative 
20 impact on performance. By default, partition size is 
■ determined by the modification event detection mechanism. 
For example, if the translator 19 detects an mmap() of a 
run-time library, a new partition is created that 
encompasses the entire library. 
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One optimization technique that can be applied to 
partitioning in order to improve performance of the 
translator 19 is the aggregation of partitions. For 
example, the PowerPC ICBI cache flush instruction 
invalidates one page of executable memory. However, if 
multiple pages of subject code 17 are modified at once, 
the subject program may contain several consecutive ICBI 
instructions which invalidate contiguous pages of memory. 



73 



Under the partitioning mechanism described above, this 
would result in multiple, contiguous, page-wide 
partitions. As such, one optimization of the partition 
mechanism is to detect consecutive cache flush 
instructions and coalesce the modified ranges into one 
"aggregated" partition. 

In one embodiment of the aggregation optimization, 
when a new partition is created, the translator 19 checks 
if there is an existing partition (i.e., not a remainder 
partition created as a byproduct of the new partition's 
creation) that is adjacent to and precedes the new 
partition in the subject code. If so, the range of the 
preceding existing partition can be expanded to include 
the range of the new partition, effectively aggregating 
the two partitions. 

The translator 19 may further aggregate those regions 
of subject code 17 which are known not to be modified, 
when such regions are contiguous. For example, in' the 
situation where an entire subject program is known not to 
modify its own subject code, the translator 19 uses a 
single partition for all of the subject code 17. By. 
further example, on the PowerPC architecture, all shared 
system libraries are located in the subject address range 
0x90 00 0000 - OxAOO 0 0000 (the PowerPC " shared library 
region"). Most applications never modify the system 
libraries, such that the translator 19 may aggregate the 
entire PowerPC shared library region into one partition. 

In one embodiment of the partitioning technique, the 
translator inserts an additional level of indirection for 
control flow that travels between partitions. The 



74 



translator 19 uses special placeholders, referred to 
herein as border guards, for blocks that touch partition 
boundaries, so that predecessor blocks can check if 
previously translated successor blocks still exist. With 
5 this approach, predecessor blocks can be efficiently 
notified when their successors are deleted. The 
translator 19 inserts a pair of border guard blocks at 
every point where the subject program's control flow 
crosses a partition boundary, otherwise referred to as 
10 border crossings. The pair of border guard blocks 
includes an exit border guard block and an entry border 
guard block. An exit border guard block is added after, 
and in the same partition as, the predecessor block. An 
entry border guard block is. added before, and in the same 
15 partition as, the successor block. 

For translated blocks within the same partition, 
control flow passes directly from the predecessor block to 
the successor block. For blocks in different partitions 
20 (i.e., border crossings), control flows from the 
predecessor block to an exit border guard, then to an 
entry border guard, and then to the successor block. 
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Entry border guards serve as placeholders for the 
translator 19, where entry border guards store references 
to their exit border guard counterparts. However, entry 
border guards perform minimal actions when "executed" 
(i.e., when control flow passes through them). The 
execution of. an exit border guard verifies that a 
previously translated successor still exists. The data 
structure of each exit border guard also contains a 
reference to its entry border guard counterpart. Border 
guard blocks serve a bookkeeping function by providing an 
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explicit representation of partition crossings. When the 
translator 19 deletes a particular partition, it traverses 
every entry border guard within that partition to find the 
corresponding exit guards. As the partition is deleted, 
5 the counterpart reference of each such exit border guard 
is set to null. In some embodiments, the translator 19 
stores all of the entry border guards for a given 
partition together, such that they can be traversed 
efficiently when the partition is deleted. For example, 
10 in one embodiment, the translator 19 maintains an entry 
border guard list for each partition, wherein such list is 
updated whenever entry border guards are created or 
deleted . 

15 Accordingly, when an exit border guard is executed, it 

verifies that its successor still exists by simply 
checking its own counterpart reference. If the reference 
is defined, then a valid translated successor exists and 
control passes to the respective entry border guard (and 

20 therefore to the successor partition) . If the reference 
is undefined, then the exit border guard is unaware of a 
valid translated successor block, meaning that either 
there was one and it was deleted or this exit border guard 
has never been executed and therefore the successor has 

25 never been determined. If the counterpart reference is 
undefined, a new successor block is obtained by either 
checking the basic block cache of the respective partition 
or translating the successor block. From the exit border 
guard's perspective, a successor block that was translated 

30 and subsequently deleted is indistinguishable from a 
successor block that has never been translated. 
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The explicit representation of partition border 
crossings achieved by the border guard pair makes the 
process of partition deletion more efficient. To delete a 
partition, the translator 19 must identify and nullify all 
references to deleted blocks (i.e., previously translated 
blocks within the deleted partition) . Absent some 

bookkeeping mechanism, such as border guards, the 
translator 19 would need to traverse numerous translated 
blocks to identify which blocks had successors in the 
deleted partition,, in order to remove the references to 
those discarded successors. In addition to making the 
process of deleting a partition more efficient, border 
guard blocks facilitate thread-safe border, crossings, as 
discussed below. 

To delete a partition in the presence of border 
guards, the translator 19: (i) voids the "successor" links 
of all exit guards that point to the partition, (ii) 
notifies all successor partitions that their corresponding 
entry guards can be discarded, and (iii) deletes all 
translation structures and target code 21 belonging to the 
deleted partition. in the first step, the translator 19 
traverses all of the entry border guards in the partition, 
and resets their foreign exit border guard counterparts, 
effectively notifying all predecessor partitions that the 
deleted partition is void. m the second step of 
partition deletion, all of the exit border guards in the 
partition are traversed to notify the successor partitions 
that their corresponding entry guards can be discarded. 
In one embodiment, the second step is performed by 
traversing each exit border guard of the deleted 
partition. In another embodiment, all of the entry guards 
in a partition are indexed by the predecessor partition 
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which contains the corresponding exit guard. In this 
case, the deleted partition need only notify each 
successor partition once, and each successor partition can 
then identify the corresponding entry points to be 
5 deleted. 

Multithreaded Programs in Partitioning 

Multithreaded subject programs present a difficulty to 
10 the translator 19 when utilizing partitioning, namely the 
deletion of partitions must be performed in a thread-safe 
manner. Specifically, while a given partition is being 
deleted, threads must be prevented from entering that 
partition. This guarantees that control always flows into 
15 valid translations, and never into a deleted or invalid 
block. After a partition has been deleted and recreated, 
threads may then be allowed to enter the (newly emptied) 
partition. 

20 In ^ preferred embodiment, the translator 19 uses a 

single global mutex ("the global partition lock") to 
serialize particular partition operations, including: (i) 
control flow jumps between partitions (i.e., border 
crossings) ; and (ii) deletion, and where applicable re- 

25 creation, of partitions. Thus, an exit border guard must 
acquire the global partition lock before control passes to 
its corresponding entry border guard. Likewise, a 

. notifyBlock must acquire the global partition lock before 
destroying a partition. For modification events that 

30 require the deletion and subsequent re-creation of one or 
more partitions, all such deletions and re-creations are 
performed atomically under the protection of the global 
partition lock, meaning that all such operations are 
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performed in sequence without releasing the lock. The 
translator 19 maintains a partition identifier for each 
thread, which is changed when control passes between 
partitions. This change is made by a border guard pair 
while holding the global partition lock. 

Referring now to FIG. 11, the control flow of a 
translated program across partition boundaries is 
illustrated, both with and without crossing a partition 
boundary. The top half of FIG. 11 shows the control flow 
of a particular subject program in the translator 19 when 
partitioning is not being employed or when control flow 
remains within a single partition. Control passes from 
subject block A 201 to subject block B 203,. then to 
subject block C 205, then to subject block D 207. In 
terms of the program subject code, block B 203 is block 
A's 201 successor, block C 205 is block B's successor, and 
block D 207 is block C's successor. 

Alternatively, assuming a partition boundary 209 
existed between subject bock B and subject block C, 
control would necessarily flow through a border guard pair 
when crossing the partition boundary 209, as illustrated 
in the lower portion of FIG. 11. Blocks A 201 and B 203 
are both in partition 215, while blocks C 205 and D 207 
are both in partition 217. in the translated subject 
program, control passes directly from block A 201 to block 
B 203, because blocks A 201 and B 203 are in the same 
partition 215. The transfer of control from block B 203 
to block C 205, however, crosses a partition boundary. As 
such, control passes from block B 2 03 to an exit border 
guard block 211. As described above, the exit border 
guard 211 checks that its corresponding entry border guard 
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213 has not been deleted. In a multithreaded program 
(discussed below) , the exit border guard also acquires the 
global partition lock, so that the partition boundary can 
be crossed in a thread-safe manner. Control then passes 
5 from the exit border guard block 211 to its corresponding 
entry border guard block 213. Execution has now passed 
into partition 217. In a multithreaded program (discussed 
below) , the entry border guard changes the partition 
identifier of the current thread to reflect the fact that 
10 the thread is now in partition 217 and the global 
partition lock is then released. Once inside partition 
217, control passes from the entry border guard 213 to 
block C 205, and then directly from block C 205 to block D 
2 07. 

15 

Memory Management 

Memory management is critical consideration in the 
various embodiments of the dynamic binary translator 19. 

20 The memory demands of translating a program from one 
architecture to another are high. The memory demands 
become even higher^ when optimizations such as isoblocks, 
extended blocks, and group blocks are introduced, as each 
of these optimizations creates the possibility that one 

25 sequence of subject code 17 may be represented by multiple 
translations. A modification event requires deletion of a 
partition, and therefore the deletion of all translation 
data (i.e.,. block structures and target code) therein. 

30 In one embodiment, the translator 19 provides its own 

memory management subsystem which mirrors the subject code 
partitions. Partitions are intended to group all 

translator data structures by the subject code 17 regions 
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to which they correspond. Portions of subject code 17 
that are likely to be invalidated together form, a 
partition: all related translator data structures 
therefore reside in the same well-defined region of target 
memory. if a partition is invalidated, all of the 
translation data (translator structures and target code) 
associated with that partition can be freed en masse, 
avoiding the need to free every structure individually. 

In this specific embodiment, the translator 19 
performs all memory allocation through memorySour.ce 
objects. Each partition has one corresponding. 

memorySource . MemorySources obtain memory from the 

operating system through conventional means such as mmapO 
system calls, but they do so in bulk. Other translator 
code (including pseudo- target code) obtains memory as 
needed (i.e., in smaller quantities), but from per- 
partition memorySources rather than directly from the 
operating system. This improves the performance of the 
translator 19 by reducing the number and frequency of 
underlying memory-related system calls. MemorySources 
also provide a function for flushing the entire contents 
of the memorySource at once. The memorySource can 
implement a flush by actually freeing the underlying 
memory or by simply discarding all of the "allocations" it 
has 'made from that memory (i.e., wiping the slate clean 
while retaining the underlying memory) . 

The memory subsystem of the translator 19 also 
simplifies the process of deleting a partition. To delete 
a partition, the translator 19 must: (i) void the 
"successor" links of all predecessor partitions' exit 
guards; (ii) notify all successor partitions that their 
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corresponding entry guards can be discarded; and (iii) 
delete all translation structures and target code 
belonging to the partition. Without the memory subsystem, 
the third step requires that the translator walk the per- 
5 partition collections of translation structures and target 
code to free each structure individually. With the memory 
subsystem, all of the partition's structures can be freed 
at once by simply flushing the memorySource . 

10 Shared Cache 

In another preferred embodiment, the translator 19 
includes a shared code cache, which allows the target code 
21 and translation structures corresponding to a 
15 particular subject program to be shared between different 
executions or runs of the translator 19. The shared code 
cache is facilitated by a dedicated code cache server 
process,. which interacts with translators 19 at the 
beginning and end of their executions. 

20 

In one embodiment, a code cache consists of one or 
more memorySource objects and the regions of memory that 
they own (i.e., partitions), which are stored by the cache 
server as files. For example, in one embodiment of 
25 PowerPC translators (which translate from the PowerPC 
subject architecture to some target architecture), the 
partition representing the PowerPC shared library region 
(subject addresses 0x90000000 - 0XA0000000) is cached as 
one file in the shared code cache. 

30 

Each code cache contains target code and translation 
structures specific to both a particular subject program 
and to a particular compilation or build of the translator 
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itself (data structures from different translator builds 
may be binary- incompatible) . To verify that an existing 
code cache is compatible with a particular run of the 
translator, various metrics are compared; any metric which 
yields non- identical values indicates binary 

incompatibility and renders the code cache incompatible. 
The code cache binary compatibility metrics include the 
date and time that the translator was built. 

When translation of a subject program begins, the 
translator 19 checks the code cache server for a 
compatible code cache. If a compatible cache is found, 
the translator 19 loads the cache, which consists of 
target code 21 and translation structures. A cache 
potentially contains all of the translated code 21 created 
over the course of a translated execution of the subject 
program, including- optimized target code such as group 
blocks. This allows a later translator execution to 
piggyback on the efforts of earlier executions; large 
sections of subject code may have already been translated 
(reducing startup time and translation cost) and possibly 
optimized. 

The translator 19 loads a code cache file by mapping 
it into memory as a shared object, similar to how a shared 
.library is loaded. The cache file is preferably shared 
using a copy-on-write policy. Under a copy-on-write 
policy, the cache file is initially shared across all 
running translator processes. Copy-on-write means that 
when a particular translator execution modifies the cached 
structures in any way (e.g., incrementing a block's 
execution count) the cache becomes exclusive to that 
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particular execution and the memory region is no longer 
shared across multiple processes. 

When a translator execution completes (i.e.,' the 
5 translated program terminates) , the cache server compares 
that execution's code cache to the . cache stored by the 
server. If the current execution's code cache is better 
(i.e., has more block translations) 'than the stored 
version, the server stores the translator's cache for 
10 future use. As such, the quality of the code caches 

stored in the server improve over time. 

Although a few preferred embodiments have . been shown 
and described, it will be appreciated by those skilled in 
15 the art that various changes and modifications might be 
made without departing from the scope of the invention, as 
defined in the appended claims. 

Attention is directed to all papers and documents 
20 which are filed concurrently . with or previous to this 
specification in connection with . this application and 
which are open to public inspection with this 
specification, and the contents of all such papers and 
documents are incorporated herein by reference. 

25 

All of the features disclosed in this specification 
(including any accompanying claims, abstract and 
drawings) , and/or all of the steps of any method or 
process so disclosed, may be combined in any combination, 
30 except combinations where at least some of such features 
and/or steps are mutually exclusive. 
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Each feature disclosed in this specification 
(including any accompanying claims, abstract and drawings) 
may be replaced by alternative features serving the same, 
equivalent or similar purpose, unless expressly stated 
5 otherwise. Thus, unless expressly stated otherwise, each 
feature disclosed is one example only of a generic series 
of equivalent or similar features. 

The invention is not restricted to the details of the 

10 foregoing embodiment (s) . The invention extends to any 
novel one, or any novel combination, of the features 

disclosed in this specification (including any 

accompanying claims, abstract and drawings), or to any 

novel one, or any novel combination, of the steps of any 
15 method or process so disclosed. 
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Claims 

1. A method of partitioning code during a translation 
of subject code into translated target code to account for 

5 self -modifying subject code, comprising: 

identifying self -modifying code events in said subject 
code ; and 

10 dividing a region of memory containing said subject 

code into at least one partition when identifying a self- 
modifying code event, wherein each partition includes a 
range of subject code addresses in said memory which are 
affected by a respective self -modifying code event. 

15 

2. The method of claim 1, wherein each partition 
further includes translated target code corresponding to 
subject code contained in that partition. 

20 3. The method of claim 1 or 2 , wherein each said 

partition represents a region of memory that does not 
overlap with regions of memory corresponding to other 
partitions . 

25 4. The method of any preceding claim, wherein a self- 

modifying code event modifies a respective range of 
subject code addresses, said method further comprising: 

modifying partitions existing in said memory that 
30 possess subject code addresses which are affected by said 
self -modifying code event. 
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5. The method of claim 4, wherein said partition 

modifying step comprises: 

creating a new partition to include modified subject 
code corresponding to the self -modifying code event; and 

for existing partitions having ranges of subject code 
addresses which overlap with the subject code addresses of 
the newly created partition, modifying said existing 
partitions to delete the subject code addresses from said 
existing partitions that overlap with the subject code 
addresses of the newly created partition such that the 
partitions no longer overlap. 

S. The method of claim 5, wherein each partition 

further includes translated target code corresponding to 
subject code contained in that partition, said method 
further comprising: 

deleting translated target code associated with 
partitions that have been modified in response to the 
self -modifying code event; and 

translating new target code for the subject code 
contained in the modified partitions. 

7. The method of claim 5 or 6, further comprising 
adding translated target code to a partition as 
corresponding subject code in that partition is 
translated. 

8. The method of claim 7, wherein each partition 
includes a particular range of subject code addresses that 
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have been translated, such that the particular range of 
subject code addresses having been translated comprises an 
active range within the partition, said method further 
comprising: 

determining whether the subject code addresses of said 
newly created partition overlap with any subject code 
addresses in said active range of any partition; and 

for existing partitions having an active range that 
overlaps with the subject code addresses of said newly 
created partition, deleting translated target code 
associated with partitions that have been modified in 
response to the self -modifying code event, and translating 
new target code for the subject code contained in the 
modified partitions. 

9- The method of claim 8, wherein -each partition 

includes a range of subject code addresses that have not 
been translated referred to as an inactive range within 
the partition, said method further comprising: 

for existing partitions having an active range which 
does not overlap with the subject code addresses of said 
newly created partition but having an inactive range that 
does overlap with the subject code . addresses of said newly 
created partition, modifying said existing partitions to 
delete the subject code addresses from said inactive 
ranges in said existing partitions that overlap with the 
subject code addresses of the newly created partition such 
that the partitions no longer overlap, and leaving the 
translated target code associated with active ranges in 
said existing partitions unchanged. 
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10. The method of any of claims 4 to 9, further 

comprising: 

identifying partitions that are adjacent to one 
another in memory having characteristics that allow them 
to be combined; and 



aggregating said adjacent partitions into a single, 
10 combined partition. 



11. The method of any preceding claim, wherein said 

self-modifying code event is identified during decoding of 
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the subject code, said method further comprising inserting 
a special translation structure into a control flow of the 
translated target code as a representation of the 
identified self -modifying code event. 

12. The method of claim 11, in response to 

encountering said special translation structure during 
execution of the translated target code, said method 
further comprising: 

identifying the range of subject code addresses 
25 affected by the self -modifying code event, and creating 
the partition in memory using this identified range of 
subject code addresses. 

13. The method of any preceding claim, wherein each 

30 partition includes a pair of border guards which 
facilitate control flow passing between partitions, 
wherein said pair of border guards includes an entry 
border guard and an exit border guard, such that each exit 
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border guard contains a specific reference to a 
counterpart entry border guard in a succeeding partition 
to be executed next. 

14. The method of claim 13, when encountering an exit 
border guard during execution of a current partition, said 
method further comprising verifying that a counterpart 
entry border guard exists in a successive partition before 
passing control from the current partition to the 
successive partition. 

15. The method of claim 13 or 14, wherein a set of 
border guards exists containing entry border guards and 
exit border guards for all partitions, said method further 
comprising modifying said set of border guards whenever a 
new partition -is created in response a self -modifying code 
event . 

16. The method of any of claims 4 to 15, wherein when 
subject code defines a mult i- threaded program, said method 
further comprising preventing other threads from entering 
a -partition while the partition is being modified by 
another thread. 

17. The method of any of claims 4 to 16, wherein each 
partition further includes translated target code 
corresponding to subject code contained in that partition, 
wherein each partition includes a pair of border guards 
which facilitate control flow passing between partitions, 
wherein said pair of border guards includes an entry 
border guard and an exit border guard, such that each exit 
border guard contains a specific reference to a 
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counterpart entry border guard in a succeeding partition 
to be executed next, said method further comprising: 

providing a memory management subsystem having regions 
which mirror the subject code partitions, wherein said 
memory management subsystem stores target code and border 
guard pairs associated with a partition along with its 
corresponding subject code; and 

deleting an entire region of said memory management 
subsystem that corresponds to a specific partition 
whenever that specific partition is modified. 

18 - A computer readable storage medium having 

translator software resident thereon in the form of 
computer readable code executable by a computer for 
performing a method of partitioning code during a 
translation of subject code into translated target code to 
account for self -modifying subject code, said method 
comprising: 

identifying self -modifying code events in said subject 
code; and 

dividing a region of memory containing said subject 
code into at least one partition when identifying a self- 
modifying code event, wherein each partition includes a 
range of subject code addresses in said memory which are 
affected by a respective self -modifying code event. 

19. The computer-readable storage medium of claim 18, 

wherein each partition further includes translated target 
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code corresponding to subject code contained in that 
partition . 

20. The computer-readable storage medium of claim 18 
5 or 19, wherein each said partition represents a region of 

memory that does not overlap with regions of memory 
corresponding to other partitions. 

21. The computer-readable storage medium of claim 18, 
10 19 or 20, wherein a self -modifying code event modifies a 

respective range of subject code addresses, said method 
further comprising : 

modifying partitions existing in said memory that 
15 possess subject code addresses which are affected by said 
self -modifying code event. 

22. The computer-readable storage medium of claim 21, 
wherein said partition modifying step comprises:. 

20 

creating a new partition to include modified subject 
code corresponding to the self -modifying code event; and 

for existing partitions having ranges of subject code 
25 addresses which overlap with the subject code addresses of 
the newly created partition, modifying said existing 
partitions to delete the subject code addresses from said 
existing partitions that overlap with the subject code 
addresses of the newly created partition such that the 
3 0 partitions no longer overlap. 



23. The computer-readable storage medium of claim 22, 

wherein each partition further includes translated target 
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code corresponding to subject code contained in that 
partition, said method further comprising: 

deleting translated target code associated with 
5 partitions that have been modified in response to the 
self -modifying code event; and 

translating new target code for the subject code 
contained in the modified partitions.. 
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24. The computer-readable storage medium of claim 22 

or 23, said method further comprising adding translated 
target code to a partition as corresponding subject code 
in that partition is translated. 



25. 



The computer-readable storage medium of any of 
claims 22 to 24, wherein each partition includes a 
particular range of subject code addresses that have been 
translated, such that the particular range of subject code 
addresses having been translated comprises an active range 
wzthin the partition, said method further comprising: 

determining whether the subject code addresses of said 
newly created partition overlap with any subject code 
25 addresses in said active range of any partition; and 

for existing partitions having an active range that 
overlaps with the subject code addresses of said newly 
created partition, deleting translated target code 
30 associated with partitions that have been modified in 
response to the self -modifying code event, and translating 
new target code for the subject code contained in the 
modified partitions. 
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26. The computer- readable storage medium of claim 25, 

wherein each partition includes a range of subject code 
addresses that have not been translated referred to as an 
inactive range within the partition, said method further 
comprising : 

for existing partitions having an active range which 
does not overlap with the subject code addresses of said 
newly created partition but having an inactive range that 
does overlap with the subject code addresses of said newly 
created partition, modifying said existing partitions to 
delete the subject code addresses from said inactive 
ranges in said existing partitions that overlap with the 
subject code addresses of the newly created partition such 
that the partitions no longer overlap, and leaving the 
translated target code associated with active ranges in 
said existing partitions unchanged. 

27. The computer-readable storage medium of any of 
claims 21 to 26, further comprising: 

identifying partitions that are adjacent to one 
another in memory having characteristics that allow them 
to be combined; and 

aggregating said adjacent partitions into a single, 
combined partition. 

28. The computer-readable storage medium of any of 
claims 18 to 27, wherein said self -modifying code event is 
identified during decoding of the subject code, said 
method further comprising inserting a special translation 
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structure into a control flow of the translated target 
code as a representation of the identified self -modifying 
code event . 

29. The computer-readable storage medium of claim 28, 
in response to encountering said special translation 
structure during execution of the translated target code, 
said method further comprising: 

identifying the range of subject code addresses 
affected by the self -modifying code event, and creating 
the partition in memory using this identified range of 
subject code addresses. 

30. The computer-readable storage medium of any of 
claims 18 to 29, wherein each partition includes a pair of 
border guards which facilitate control flow passing 
between partitions, wherein said pair of border guards 
includes an entry border guard and an exit border guard, 
such that each exit border guard contains a specific 
reference to a counterpart entry border guard in a 
succeeding partition to be executed next. 

31. The computer-readable storage medium of claim 30, 
when encountering an exit border guard during execution of 
a current partition, said method further comprising 
verifying that a counterpart entry border guard exists in 
a successive partition before passing control from the 
current partition to the successive partition. 

32. The computer-readable storage medium of claim 30 
or 31, wherein a set of border guards exists containing 
entry border guards and exit border guards, for all 
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partitions, said method further comprising modifying said 
set of border guards whenever a new partition is created 
in response a self -modifying code event. 

5 33. The computer- readable storage medium of any of 

claims 21 to 32, wherein when subject code defines a 
multi-threaded program, said method further comprising 
preventing other threads from entering a partition while 
the partition is being modified by another thread. 

10 

34. The computer- readable storage medium of any of 

claims 21 to 33 wherein each partition further includes 
translated target code corresponding to subject code 
contained in that partition, wherein each partition 

15 includes a pair of border guards which facilitate control 
flow passing between partitions, wherein said pair of 
border guards includes an entry border guard and an exit 
border guard, such that each exit border guard contains a 
specific reference to a counterpart entry border guard in 

20 a succeeding partition to be executed next, said method 
further comprising: 

providing a memory management subsystem having regions 
which mirror the subject code partitions, wherein said 
2 5 memory management subsystem stores target code and border 
guard pairs associated with a partition along with its 
corresponding subject code; and 

deleting an entire region of said memory management 
30 subsystem that corresponds to a specific partition 
whenever that specific partition is modified. 
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35. A translator apparatus for use in a target 

computing environment having a processor and a memory 
coupled to the processor for partitioning code during a 
translation of subject code into translated target code to 
account for self -modifying subject code, comprising: 

a self -modifying code identifying mechanism configured 
for identifying self -modifying code events in said subject 
code ; and 

a partitioning mechanism configured for dividing a 
region of . memory containing said subject code into at 
least one partition when identifying a self -modifying code 
event, wherein each partition includes a range of subject 
code addresses in said memory which are affected by a 
respective self -modifying code event. 

36. The translator apparatus of claim 35, wherein each 
partition further includes translated target code, 
corresponding to subject code contained in that partition. 

37. The translator apparatus of claim 36, wherein each 
said partition represents a region of memory that does not 
overlap with regions of memory corresponding to other 
partitions . 

38. The translator apparatus of claim 35, 36 or 37, 
wherein a self -modifying code event modifies a respective 
range of subject code addresses, said translator apparatus 
further comprising: 

a partition modifying mechanism configured for 
modifying partitions existing in said memory that possess 
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subject code addresses which are affected by said self- 
modifying code event. 

39. The translator apparatus of claim 38, wherein said 
5 partition modifying mechanism further: 

creating a new partition to include modified subject 
code corresponding to the self -modifying code event; and 

10 for existing partitions having ranges of subject code 

addresses which overlap with the subject code addresses of 
the newly created partition, modifying said existing 
partitions to delete the subject code addresses from said 
existing partitions that overlap with the subject code 

15 addresses of the newly created partition such that the 
partitions no longer overlap. 

40. The translator apparatus of claim 39, wherein each 
partition further includes translated target code 

20 corresponding to subject code contained in that partition, 
said translator apparatus further comprising: 

a target code deletion mechanism configured for 
deleting translated target code associated with partitions 
25 that have been modified in response to the self -modifying 
code event; and 

a target code retranslat ion mechanism configured for 
translating new target code for the subject code contained 
30 in the modified partitions. 



41. The translator apparatus of claim 39 or 40, 

further comprising a target code addition mechanism for 
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adding transited target code to a partition as 
corresponding subject code in that partition is 
translated. 



The translator apparatus of claim 41. wherein each 
partition inciudes a particular range of subject code 
addresses that have been translated, such that the 
particular range of subject code addresses having been 
translated comprises an active range within the partition 
said translator apparatus further comprising- 



an active range detection mechanism configured for 
determining whether the subject code addresses of said 
newly created partition overlap with any subject code 
addresses in said active range of any partition,- and 

for existing partitions having an active range that 
overlaps with the subject code addresses of said newly 
created partition, said partition modifying mechanism 
further configured for deleting translated target code 
associated with partitions that have been modified in 
response to the self -modifying code event, and translating 
new target code for the subject code contained in the 
modified partitions . 
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The translator apparatus of claim 42, wherein each 
partition includes a range of subject code addresses that 
have not been translated referred to as an inactive range 
wrthm the partition, said partition modifying mechanism 
further configured for: 

for existing partitions having an active range which 
does not overlap with the subject code addresses of said 
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newly created partition but having an inactive range that 
does overlap with the subject code addresses of said newly 
created partition, modifying said existing partitions to 
delete the subject code addresses from said inactive 
ranges in said existing partitions that overlap with the 
subject code addresses of the newly created partition such 
that the partitions no longer overlap, and leaving the 
translated target code associated with active ranges in 
said existing partitions unchanged. 

44. The translator apparatus of any of claims 38 to 
4 3 , further comprising : 

an adjacent partition identifying mechanism configured 
for identifying partitions that are adjacent to one 
another in memory having characteristics that allow them 
to be combined; and 

a partition aggregation mechanism configured for 
aggregating said adjacent partitions into a single, 
combined partition. 

45. The translator apparatus of any of claims 35 to 
44, wherein said self -modifying code event is identified 
during decoding of the subject code, said translator 
apparatus further comprising a notifying mechanism for 
inserting a special translation structure into a control 
flow of the translated target code as a representation of 
the identified self -modifying code event. 

46. The translator apparatus of claim 45, in response 
to encountering said special translation structure during 



100 



10 



15 



20 



25 



30 



execution of the translated target code, said' translator 
apparatus configured for: 

identifying the range of subject code addresses 
affected by the self -modifying code event, and creating 
the partition in memory using this identified range of 
subject code addresses. 

47. The translator apparatus of claim 45 or 46 

wherein each partition includes a pair of border guards 
whxch facilitate control flow passing between partitions, 
wherein said pair of border guards includes an entry 
border guard and an exit border guard, such that each exit 
border guard contains a specific reference to a 
counterpart entry border guard in a succeeding partition 
to be executed next . 

48. The translator apparatus of claim 47, when 

encountering an exit border guard during execution of a 
current partition, said translator apparatus further 
configured for verifying that a counterpart entry border 
guard exists in a successive partition before passing 
control from the current partition to the successive 
partition. 

49- The translator apparatus of claim 47 or 48 

wherein a set of border guards exists containing entry 
border guards and exit border guards for all partitions, 
said translator apparatus further configured for modifying 
sard set of border guards whenever a new partition is 
created in response a self -modifying code event. 
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The translator apparatus of any of claims 38 to 

49, wherein when subject code defines a multi- threaded 
program, said translator apparatus further configured for 
preventing other threads from entering a partition while 
the partition is being modified by another thread. 

51. The translator apparatus of any of claims 38 to 

50, wherein each partition further includes translated 
target code corresponding to subject code contained in 
that partition, wherein each partition includes a pair of 
border guards which facilitate control flow passing 
between partitions, wherein said pair of border guards 
includes an entry border guard and an exit border guard, 
such that each exit border guard contains a specific 
reference to a counterpart entry border guard in a 
succeeding partition to be executed next, said translator 
apparatus further configured for: 

providing a memory management subsystem having regions 
which mirror the subject code partitions, wherein said 
memory management subsystem stores target code and border 
guard pairs associated with a partition along with its 
corresponding subject code; and 

25 deleting an entire region of said memory management 

subsystem that corresponds to a specific partition 
whenever that specific partition is modified. 
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METHOD AND APPARATUS FOR PARTITIONING 
CODE IN PROGRAM CODE CONVERSION 



A partitioning technique utilized by a translator to 
divide the subject code space into regions, referred to as 
Partitions, where ■ each partition contains a distinct set 
of basic blocks of subject code and corresponding target 
code. The partitioning technique divides the translator's 
representation of subject code and subject code 
translations into non- overlapping regions of subject 
-mory. In this manner , ^ ^ ^.^ 

sublet code, only those partitions actually affected by 
the self- mo dify ing code need be discarded ^ a ^ 

translations in unaffected partitions can be kept This 
Partitioning technique is advantageous in l imiting the 
amount of target code that must be retranslated in 
response to selfmodifying code operation. In another 
Process, the partitioning technique allows multithreaded 
sublet programs that also involve selfmodifying code to 
perform code modification in a thread-safe manner 



[Figure 11] 
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